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5.1
Multimedia message management

-
Terminal-sensitive MM management


The MMS shall be able to support the capability for the terminal and network to take account of the capability of the user's terminal (e.g. deliver a MM / notification in a manner compatible with the terminals capability).

-
Terminal status-sensitive MM Management


The MMS shall be able to support the capability of the  network to take account of the availability, changes of the state of availability of the terminal (e.g. store messages if the recipient is not available).

-
MMS Control by the operator


The MMS shall be able to support a request from the operator to enable/disable MM delivery and submission.

-
MMS Control by the user


The MMS shall be able to support a request from the user to enable/disable MM delivery and submission.


This requirement shall be supported at the application layer in the terminal, and will not be further elaborated.

-
Storage of MMS configuration information

It shall be possible for a MMS capable ME to store the MMS configuration information sets on ME itself and optionally on the SIM/USIM. 
If the SIM/USIM indicates support for MMS configuration information sets, it shall contain at least one set of connectivity configuration parameters, which cannot be altered by the user. The first set is denoted  as the default configuration information set. In addition it shall be possible for the user to store at least 5 configuration information sets that can be altered by the user. If more than one set of configuration information is present in the SIM/USIM, it shall be possible for the user to select which set is used. If the user has not selected any of the configuration information sets, then the default set in the active SIM/USIM is used. 
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