TSG-SA WG1 #34
S1-061072
Paris, France,  23rd – 27th October 2006 
Agenda Item:  10.3
Title:
   Service continuity for emergency calls
Source:
   T-Mobile
Document for:
   Approval

Work Item / Release: REL8

This document is a revision of S1-061128.

Introduction
Following a question made during TSG SA-33 as to why the service continuity for speech was not applicable to emergency calls, T-Mobile decided to propose a change to TS 22.278 in order to introduce such requirement. 

It has to be noted that unlike TS 11 (speech) the emergency calls in the PS domain (via IMS) are only supported from Rel-7 onwards, therefore it was necessary to add a caveat to the requirement. 

Conclusion

It is proposed to add the following text in section 7.1.3.1 to TS 22.278

********************************************************************************************************************

*                                                                         1st Modification Begin

      

     *

********************************************************************************************************************
7.1.3.1 Service continuity at domain and RAT change for TS 11,  TS12 and equivalent PS service

It shall be possible to support continuity of an established voice call, i.e. between a TS11, TS12 and an equivalent PS service, when the UE moves between two different domains and RATs. The user experience shall be as far as possible unaffected by the change of domain and RAT. The RAT change procedure executed to enable service continuity for an established voice call shall target an interruption time not higher than 300 ms.
RAT change and domain selection shall be under the control of the registered PLMN. When the UE is roaming, it shall be possible for the VPLMN to take into account any user’s HPLMN operator policy. 
Service continuity of an established voice call shall have minimal impact on existing standards, in particular on pre Rel-6 standards.
To support service continuity of an established voice call a UE shall not be required to support simultaneous radio transmission via different 3GPP defined RATs
Note:
In the case of CS emergency calls (TS12) the service continuity at domain and RAT change can only be realized if IMS emergency calls  are supported by the target system. 
********************************************************************************************************************

*                                                                         1st Modification End   


                   *

********************************************************************************************************************

