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Start of 1st Modification

2.1
Normative references

…
[43]                      3GPP TS 22.030:  "Man-Machine Interface (MMI) of the User Equipment (UE)"
Start of 2nd Modification

A.x 
Requirements for "In Case of Emergency" (ICE) information 

The In Case of Emergency (ICE) information are used to enable first responders, such as paramedics, fire-fighters, and police officers, to contact a victim’s emergency contact(s) in order to identify the victim and obtain important medical information or other information required during an emergency.

A UE shall have the capability to store one or more ICE information on the UICC. The ICE information shall list the type of information which is to be configured by the UICC issuer as described in the table below.
Table A.X.1: ICE information description
	
	ICE information type format 
	ICE information type value
	ICE information value 1
	ICE information value 2
	ICE information value n

	Description
	Two formats shall be defined in this release: 
1- Phone number format. For the phone number format it shall be possible to store a name and a phone number. 
2- Free format. One ICE information value field is required. 
It shall be possible to store more than one instance of a given format on the UICC. 
	It shall be possible for the UICC issuer to add, modify, or delete any ICE information type value through OTA.
It shall be possible to store this information in text or graphic format.


	It shall be possible to have at least one ICE information value field. If more than one information value fields are required it shall be indicated by the ICE information type format.
It shall be possible for the subscriber to add, modify, view, or delete any ICE information value.
For the free format ICE information type format, it shall be possible to store information in text or graphic format.

For pre-defined ICE information type formats the ME should adapt the input mode to the type of the ICE information value (e.g. numerical mode for phone number input).
	Present only if explicitly indicated by the ICE information type format.
	Present only if explicitly indicated by the ICE information type format.


The following table provides an example of ICE information stored on the UICC:
Table A.X.2: ICE information example
	ICE information type 
	ICE information type value
	ICE information value 1
	ICE information value 2

	Phone Number
	"Contact in case of emergency"
	My Wife
	+3364566

	Phone Number
	"Contact in case of emergency"
	Family Smith
	+3364565

	Phone Number
	"Contact in case of emergency"
	My Family doctor: Dr. Jones
	+33643234

	Free Format
	"Medical Information"
	My blood type is A+, I am allergic to etc.
	N/A

	Free Format
	"Home Postal Address"
	15 rue de la Paix, Paris, France
	N/A


Provision is made for direct and unambiguous read access from the UE to ICE information stored on the UICC. 

The subscriber may choose not to enter any ICE information.

The default configuration for this information shall be that they are accessible even when the security features on either the UE or UICC have been enabled (e.g. the keypad is locked). It shall be possible for the subscriber to change this default setting to prevent accessibility to the ICE information when the security features on either the UE or UICC have been enabled. 
The unlocking of  ICE information shall not allow access to other secure information on the UICC or UE. The ICE information value should not be accessible to ME or UICC applications.
The ICE access procedure is described in TS22.030 [43].

End of Modfication
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