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4.2.3
Basic scenarios 
4.2.3.1
Only calling party has activated the CRS service

In the following scenarios, contained in table 1, it is assumed that only the calling party (A) has activated his CRS Service. Calling party (A) is calling B. The called party has not activated the CRS service.
The CRS of A is CRS-A,

Table 1: Normal Operation Scenarios 
	
	Called party B
(condition)
	Required behaviour

	1
	B, ringing
	Depending on B settings, subscriber B will experience either CRS-A or the default ringing signal.


4.2.3.2
Only called party has activated the CRS service

In the following scenarios, contained in table 2, it is assumed that the called party (B) has activated his CRS Service. Calling party (A) is calling B. The calling party has not subscribed and/or activated the CRS service.
The CRS of B is CRS-B.

Table 2: Normal Operation Scenarios 
	
	Called party B
(condition)
	Required behaviour

	1
	B, ringing
	B experiences CRS-B


4.2.3.3
Both parties have activated the CRS service

In the following scenarios, contained in table 3, it is assumed that both the calling party (A) and called party (B) have activated the CRS Service. Calling party (A) is calling B.

The CRS of B is CRS-B, the CRS for A is CRS-A.


Table 3: Normal Operation Scenarios 
	
	Called party B
(condition)
	Required behaviour

	1
	B, ringing
	Depending on B settings, B experiences CRS-A, CRS-B or the default ringing signal. If B has not set preference, B experiences. CRS-B
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