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Abstract of document:
This Technical Specification provides service level requirements on Customized Ringing Signal. A Customized Ringing Signal (CRS) is a value added service by which an operator enables the subscriber to customize the ringing signal which is played to the called party. With CRS, the calling party can configure the preferred text, multimedia clips or other customized ringing will be shown to the callee’s terminal instead of traditional ones. The objective is to specify stage 1 requirements of Customized Ringing Signal for 3GPP.
Following requirements have been specified.

· Basic Functionality of CRS service  
· Functionality – IMS domain
· Functionality – CS domain
· Normal procedures with successful outcome 
· Provisioning and Withdrawal
· Activation, Deactivation and Update
· Basic Scenario
· Interaction with Supplementary Services
· CRS Service Configuration
· Content of CRS
· Interworking between different PLMNs
· Interworking between CS and IMS
· CRS Filtering Services
· CRS Service Interoperability
· Charging
· Interaction with User Profile
· CRS Fallback
The TS is believed to be 70% completed. It is expected to be finalized at SA#40.
Changes since last presentation:

First presentation
Outstanding Issues:

Charging Requirements
Clarification on interaction with supplementary services (e.g. communication waiting)

Clarification on CRS filtering services

Further TISPAN side requirements on interaction with supplementary services (e.g. communication diversion)

Further requirements on security

Refinement of some of the requirements
Contentious Issues:

None

