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1st Change
3
Provisions for providing continuity of service

3.1
Location registration

 PLMNs shall provide a location registration function with the main purpose of providing continuity of service to UEs over the whole system area. The location registration function shall be such as to allow:

-
Fixed subscribers to call a UE by only using the directory number of the UE irrespective of where the UE is located in the system area at the time of the call.

-
UEs to access the system irrespective of the location of the UE.

-
UEs to identify when a change in location or tracking area has taken place in order to initiate automatic location updating procedures.
3.1.1
Requirements for CSG Home eNode B (HeNB) cell access
The following requirements shall apply:

-
It shall be possible to support at least 125 million CSG Cell Identities within a PLMN

The owner of the HeNB shall be able, under the PLMN operator supervision, to add, remove and view the list of CSG members. The consent of the invited member or guest shall be obtained before being added to the subscriber group. 
-
When the time period expires, the CSG shall no longer be considered to be available to provide services, except for emergency calls.
-
It shall be possible to limit the period of time during which the UE is allowed to camp on a CGS cell (granted access rights). 

-
The time period shall be configurable by the Home eNodeB owner and/or the network operator operating the CSG cell and shall span from 1 decihour to several days. If no value is given unlimited access to the CGS cell is allowed.
-
When the subscriber group is updated, the affected UE and the registered CSG owner shall be informed accordingly.

Note 1: 
Members with time limits are considered guest members. 
-
The CSG may provide access to members, up to the maximum number permitted by the network operator and/or owner.

-
The CSG may provide temporary access to guest subscribers, up to the maximum number permitted by the network operator and/or owner.  

-
Subject to owner and network operator policy it shall be possible to limit the QoS  for CSG members. 
-    It shall be possible to support service continuity when UE moves from Macro network to  HeNBs.
-    It shall be possible to support service continuity when UE moves from HeNBs to Macro network.
-
A UE in idle mode shall camp on an allowed CSG, to which the UE has been granted access, whenever it is available. The system shall guarantee a perfomance comparable to the Macro-to-Macro case when moving from Macro network to a HeNB cell and viceversa. 
-
In idle mode, UE power consumption shall be minimized.   

End of changes
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