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(

	 One of the Home eNodeB requirements introduced by SP-080188 says, that 
"… shall be able to set a maximum limit to the number of UEs with granted access to the CSG ID". However, the intention was to limit the number of UEs that can access a particular CSG cell, not to put a limitation on the number of UEs that are permissible to a certain Closed Subscribers Group (identified by its CSG ID). (Note, that the latter can be done through administration of the CSG by the owner of the CSG cell under the supervision of the network operator.)
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	In the requirement mentioned above "CSG ID" is replaced by "CSG cell".
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8.3.2
Home E-NodeB requirements

-
The UE shall maintain in the USIM a list of allowed CSG identities (white list). All CSG cells belonging to a CSG identity not included in the list of allowed CSG identities shall be considered unsuitable by the UE.

-
Each CSG identity shall be associated to a subscriber group which identifies the subscribers allowed to access the CSG. When the subscriber group is updated, this information shall be transferred by the network and to the affected UEs belonging to the subscriber group.  

-
When the subscriber group is updated, the affected UE and the registered CSG owner shall be informed accordingly.
-
The network operator and/or the HeNB owner under the supervision of the network operator shall be able to set a maximum limit to the number of UEs with granted access to the CSG cell.

-
It shall be possible to limit the period of time during which the UE is allowed to camp on a CSG cell (granted access rights).


Note: 
Members of the CSG ID with time limits are considered guest members. 

-
The time period shall be configurable by the Home eNodeB owner and/or the network operator operating the CSG cell and shall span from 1 decihour to several days. If no value is given unlimited access to the CSG cell is allowed.

-
When the time period expires, the CSG shall no longer be considered to be available to provide services, except for emergency calls. 
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