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	6.2
New text has been proposed
	Bluetooth-HFP (Figure 6)
	(delete)
	Text below suggests different wireless interfaces.

	7.14.3.1
Done
	within 1/10th of one second
	(Make it the same as for automatic ‘eCall’)
	Less complexity

	7.14.3.3
Done
	Requirements of Clause 7.6.2 and Clause 7.6.4
	(delete)
	Clauses are no requirements or do not exist.

	7.14.4
Done
	T0 < 100 ms (Figure 9)
	(Make it the same as in 7.14.3.1)
	Avoid inconsistencies

	7.14.6
Done
	
	(add) “Processing of ‘eCalls’ to the same performance requirements” includes both voice and MSD.
	Clarification

	7.14.8
The item has been appointed to the PSAP Expert Group
	
	(delete completely)
	Contradicts with 7.12.2

	8.1.1.4  Done
	Clear visual information

	Clear visual or audible information
	

	8.1.1.5  Done
	
	(delete completely)
	Already covered above, not a Nomadic device specific item

	8.1.2
Done
	The following status shall be indicated 


a)
that no nomadic device is connected to the 'eCall' system,

b) 
that an in vehicle wireless network ( such as Bluetooth or Zigbee) is connecting the nomadic device to the in-vehicle equipment

c) 
that an in vehicle wireless network ( such as Bluetooth or Zigbee) is connected the nomadic device to the in-vehicle equipment

d)
the 'eCall' system is powered ON and ready to make calls,

e)
an 'eCall' is being connected or in progress

f)
that the 'eCall' system may not be functioning properly,

	The following status shall be indicated:
a) that the ‘eCall’ system may not be functioning properly (e.g. no nomadic device is connected, ‘eCall’ manually disabled, etc.)

b) that the ‘eCall’ system is powered on and ready to make calls
	Status is repeated and to complex

user is interested in ‘eCall’ works or no, nothing more

	11.3
Done

	The objectives of this statement are to provide the performance criteria of the in-vehicle system of the overall 'eCall' System.

An accident shall be detected automatically by crash sensors or other sensors or manually activated by the driver or passengers. This 'eCall' trigger shall be transmitted over the car-specific communications bus (CAN, MOST etc.) to the in-vehicle system. The in-vehicle system shall aggregate the MSD to conform to CEN 15722.
The in-vehicle system shall be responsible to deliver parts of the MSD to an embedded wireless communications device or via an internal wireless network (such as Bluetooth or Zigbee) to a paired mobile wireless communications device and shall manage and effect all aspects of an 'eCall' (including call initiation, audio management, HMI, MSD aggregation and preparation).

The human machine interface of the in-vehicle equipment shall inform the driver if the 'eCall' system on board is not functioning properly.

Vehicle manufacturers shall be responsible for the certification of the 'eCall' generator using recognised certification procedures.

	The objectives of this statement are to provide the performance criteria of the in-vehicle system of the overall 'eCall' System.

Vehicle manufacturers and equipment suppliers shall be responsible for the performance of their network to meet the requirements defined herein.

Vehicle manufacturers and equipment suppliers shall be responsible for the certification of the 'eCall' generator using recognised certification procedures.

	Too much text repeated.

	11.4
Done
	MNOs shall be responsible for the performance of their network to meet the requirements defined herein.
	MNOs shall be responsible for the performance of their network to meet the requirements defined herein.
MNOs shall be responsible for the certification of their perfoermance using cognised certification procedures.

	Same requirements for all parties

	11.5
Egil is providing a new additional text
	PSAPs shall be responsible for the performance of their operation to meet the requirements defined herein.
 
	PSAPs shall be responsible for the performance of their operation to meet the requirements defined herein.
PSAPs shall be responsible for the certification of their perfoermance using cognised certification procedures.
	Same requirements for all parties

	12 
It is needed, can not been removed
	.
	(delete)
	No content


1
MB = Member body (enter the ISO 3166 two-letter country code, e.g. CN for China)
** = ISO/CS editing unit

2
Type of comment:
ge = general
te = technical 
ed = editorial 

NB
Columns 1, 2, 4, 5 are compulsory.
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