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	7.9
OK Done
	… disable or enable again the automatic operation of the system at any time during a journey.
	Add: At every “ignition on” cycle the system shall be enabled automatically.
	Already discussed at last meeting. Should be added to the document.
Note: I do not see any “protection of privacy” aspects here, as a *car* and not a *person* is tracked. So also the whole paragraph could be deleted.

	7.14.2
Open
	Shall typically be completed within approximately 4 seconds, measured from the time when end-to-end connection to the PSAP is esablised
	Shall typically be completed within approximately 24 seconds, measured from the time when the eCall was triggered.
	What is really important is the time when the MSD arrives at the PSAP after an ecall was triggered. 

 Transport methods that use an (always available) signalling channel SCC e.g. SMS or USSD do *not* need an dedicated transport channel TCH and also not an end-to-end connection.

Transport methods that use an dedicated Transport channel (TCH) e.g. inBand Modem need this end-to-end-connection. To establish an end-to-end connection takes about 15 - 25 seconds (result from ADAC field test). We should not discriminate methods that use signalling channel. 

	7.14.4
Figure has been removed from doc


	
	In figure 9 the bar “T21” should be “24 s” long
	See reason above.

	7.14.3.3
OK Done

	Requirements of Clause 7.6.2 and Clause 7.6.4..  
	Requirements of Clause 7.14.2 and Clause 7.14.4
	Wrong reference

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


1
MB = Member body (enter the ISO 3166 two-letter country code, e.g. CN for China)
** = ISO/CS editing unit

2
Type of comment:
ge = general
te = technical 
ed = editorial 
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