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	6.2
Text has been changed
	Bluethooth-HFP
	Bloutooth
	HFP and RSAP are posible

	7.6.1.1.2
Open
	In the event that at the time of the MSD generation there is inadequate sources of information to provide a reliable determination of location the confidence bit shall be set as determined in ISO. In this event the location data element shall contain the manufacturer/equipment supplier best estimate based on available information.
	
	Wich ISO standard?

	7.14.2
Open 
	Assuming the availability of a suitable wireless communications network, the transmission of the mandatory elements of the MSD (as defined in CEN 15722) shall typically be completed within approximately four seconds, measured from the time when end-to-end connection with the PSAP is established.
	The transmission time of the mandatory elements of the MSD (as defined in CEN 15722) is typically given by the ETSI standard. 
The retry (number of retrays, periode, …) of the transmission of the MSD in case of a nonconforming or missing response is defined by the ETSI standard.
	The ETSI standart is not known at the moment

	7.11.1.7

7.11.1.8

Figures will be added when available
	
	
	No figures 

	7.14.3.3
Done
	The maximum time that a transmission shall take shall be determined in an appropriate ETSI Standard for that communications medium, however the requirements of Clause 7.6.2  and Clause 7.6.4 shall be achieved.
	
	Wrong reference

	7.15

Done
	The PSAP shall transmit an acknowledgement to the eCall Generator specifying that the MSD has been properly received.  The acknowledgement shall be provided at the communications transport layer (and not the application layer).
	…and is defined in CEN 15722.
	The acknowledgement and request is defined in CEN 15722 chapter 6.2.3.

	8.1.2

This paragraph does not exist anymore
	a)
that no nomadic device is connected to the 'eCall' system,

b) 
that an in vehicle wireless network ( such as Bluetooth or Zigbee) is connecting the nomadic device to the in-vehicle equipment

c) 
that an in vehicle wireless network ( such as Bluetooth or Zigbee) is connected the nomadic device to the in-vehicle equipment

d)
the 'eCall' system is powered ON and ready to make calls,

e)
an 'eCall' is being connected or in progress

f)
that the 'eCall' system may not be functioning properly


	a)
that no nomadic device is connected to the 'eCall' system,

b)
the 'eCall' system is powered ON and ready to make calls,

c)
an 'eCall' is being connected or in progress

d)
that the 'eCall' system may not be functioning properly,


	Too complex


1
MB = Member body (enter the ISO 3166 two-letter country code, e.g. CN for China)
** = ISO/CS editing unit

2
Type of comment:
ge = general
te = technical 
ed = editorial 

NB
Columns 1, 2, 4, 5 are compulsory.

page 1 of 3
FORM 13B (ISO) version 2001-09

