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---------------- Change n°1------------------------------------------------
4.X 
Additional timing information
As a service option, additional timing information on current active services may be made available by the network. The content of this information is service dependant.
---------------- End Change n°1 -------------------------------------------
---------------- Change n°2------------------------------------------------
8.2.7
Communication DIVersion (CDIV)
…

Communication Forwarding No Reply (CFNR)

The CFNR service enables a user to have the network redirect communications, when the communication request is not responded to within a defined period of time, to another user. The CFNR service may operate on all communications, or just those associated with specified services. The user's ability to originate communications is unaffected by the CFNR service.

The CFNR service can only be invoked by the network after the communication has been offered to the user and an indication that the user has been informed of the communication request.

As a service provider option, a subscription option can be provided to enable the user to receive an indication that the CFNR service has been activated. This indication may be provided when the user originates a communication if the CFNR service has been activated for the user and for the service requested for the communication.

The maximum number of diversions permitted for each communication is a service provider option. The service provider shall define the upper limit of diversions. When counting the number of diversions, all types of diversion are included. 

This service description is based on the service description described in [E-3].
As a service option, CFNR activation confirmation may include information from the network providing the public identity where the communication will be forwarded to, and the expiry time before the communication is forwarded.

Communication Forwarding on Not Logged-in (CFNL)

…
---------------- End Change n°2 -------------------------------------------
---------------- Change n°3------------------------------------------------
8.2.8
Communication Waiting (CW) 

8.2.8.1
Definition

The Communication Waiting (CW) service enables a terminating party to be informed at the time that a new communication is requested, and that no resources are available for that incoming communication. 

The user has then the choice of accepting, rejecting or ignoring the incoming communication.

The maximum number of communications that may be waiting is a service provider option.

If the current number of communications waiting is equal to the maximum, then any new attempted incoming communication request shall be rejected with a busy cause.

This service description is based on the service description described in [E-6] and [E-5].
As a service option, the communication waiting indication may also include the expiry time.
In the presence of another call at the destination user where the incoming call is identified as a callback to an emergency call, then either the communication request shall be presented, or the CW service shall be used.
---------------- End Change n°3 -------------------------------------------
---------------- Change n°4------------------------------------------------
8.2.11
Completion of Communications to Busy Subscriber (CCBS)

8.2.11.1
Definition

The CCBS  service enables originating party, encountering a busy terminating party, to have the communication completed without having to make a new communication attempt when the terminating party becomes free.

When originating party requests the CCBS  service, the network will monitor for terminating party becoming free.

When terminating party becomes free then the network will wait a short time in order to allow the resources to be re-used for originating a communication. If the resources are not re-used by terminating party within this time, then the network will automatically inform originating party that terminating party has become free. Originating party can generate the CCBS communication to terminating party.

When originating party accepts the CCBS recall, then the network will automatically generate a CCBS communication to terminating party.

NOTE:
A  service provided to terminating party which prevents the registration of CCBS requests is outside the scope of the present document.

During CCBS recall, information shall be provided which indicates a CCBS recall. The information provided in the original communication attempt shall be included in the CCBS recall.

This service description is based on the service description described in [E-9]. 
As a service option, the time to expiry of the CCBS and the terminating party identity may be provided by the network, either at successful activation, or as a result of an interrogation.
---------------- End Change n°4 -------------------------------------------
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