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1. Overall Description:

SA WG1 would like to thank CT WG1, CT WG6 and SA WG3 for their liaisons statements regarding the storage of EPS Mobility Management parameters in the USIM.

The GERAN and UTRAN Mobility Management parameters are widely used by UICC applications. Mainly, SA WG1 would like to preserve this functionality in EPS. Additionally, there is an interest to speed-up network access after a UICC swap in order to enhance the User Experience and provide the same service quality as in 2G and 3G. Finally, as highlighted by SA WG3, the storage of EPS NAS security context parameters on the USIM provides security benefits.
Therefore, SA WG1 confirms the interest in storing EPS Mobility Management parameters on the USIM, including the EPS NAS security context parameters. SA WG1 also re-confirms the following guidance provided in their reply LS to CT1 (S1-080741): "a solution needs to be implemented so that EPS Mobility Management parameters are stored in non-volatile memory in the UE when a pre-Rel-8 USIM is used, and are stored in the USIM when a Rel-8 USIM is used. […] However, if such files exist in the USIM they should have preference."
2. Actions:

To CT WG1 and CT WG6:

ACTION: 


CT WG1 and CT WG6 are kindly requested to specify the storage of the EPS Mobility Management parameters and the EPS NAS security context parameters on the USIM, based on the feedback above and the feedback from SA WG3.
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