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7.14.2
IMS Inter UE Transfer 

IMS shall support the capability to transfer/retrieve media components across different UEs under the control of a user and while providing continuous service experience to the user. This capability shall be supported for UEs that access IMS through an IP-CAN or though the CS domain.
IMS shall support the capability to transfer some or all media components and the service control to the target UE.

IMS shall support the capability to transfer some or all media components to the target UE whilst keeping the service control in the source UE.

An IMS user shall be able to manipulate media components of a multimedia session between different UEs as following:

(i) Transfer some or all media components of an ongoing multimedia session between different UEs. 
(ii) Retrieve some or all media components of an ongoing multimedia session from different UEs. 

(iii) Transfer some or all media components while retaining the service control in the source UE. 

(iv) Transfer zero or more media components and the service control to the target UE. 

Note: The case where the different UEs do not share the same IMS subscribtion is FFS

7.14.3
IMS Inter UE Additional Functionality 

IMS shall support the capability to add /delete media components across different UEs under the control of a user and while providing continuous service experience to the user. This capability shall be supported for UEs that access IMS through an IP-CAN or though the CS domain.
An IMS user shall be able to manipulate media components of a multimedia session between different UEs as following:

(i) Add new media components to different UEs.

(ii) Remove media components of an ongoing multimedia session from different UEs.
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