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1. Introduction
The Local IP Access part in TS 22.220 needs to be enhanced before sending it to SA #43 for approval. This contribution aims to propose the enhancements of requirements for Local IP Access to the Internet to make the TS more stable and clearer.
2. Proposal

It is proposed to enhance the requirements for Local IP Access to the Internet in TS 22.220 as follows.
Beginning of modifications

5.6
Local IP access in the home based network

5.6.1
Description

H(e)NB Local IP Access to the home based network provides access for a directly connected (i.e. using H(e)NB radio access), IP capable UE to other IP capable devices in the home. The home based network itself and the devices in the home based network are not within the scope of 3GPP standardisation.
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5.6.2
General requirements

The H(e)NB may support Local IP Access to the home based network in order to provide access for a directly connected (i.e. using H(e)NB radio access) UE to IP capable devices in the home. The following requirements apply to support Local IP access:
· Simultaneous access from a UE to both the H(e)NB Operator’s core network and Local IP Access to the home based network shall be supported. 


· The H(e)NB Operator or the Owner, within the limits set by the H(e)NB Operator, shall be able to enable/disable Local IP Access to the home based network per H(e)NB. 


· 

· It shall be possible to collect and make available to the H(e)NB Operator statistics information (e.g. regular reporting of Local IP traffic volume) for each user on the use of the Local IP Access to the home based network.
· Local IP access to the home based network shall not compromise the security of the operator networks.
· 

5.7
Managed Remote Access to home based network 

The HNB/HeNB may support remote access for CSG member to the home based network from a UE via a PLMN, in order to provide access to IP capable devices connected to the home based network. 
It shall be possible to restrict the access to the home based network on per-subscriber basis (e.g. some subscribers may have managed access to their home network and others may not).

5.8
Local IP Access to the Internet



The H(e)NB may support Local IP Access to the Internet to provide access for a directly connected (i.e. using H(e)NB radio access), UE to the Internet. The following requirements apply to support Local IP Access to the Internet:
· It shall be possible to be done without traversing the Operator network.

· Simultaneous access from a UE to both the Operator’s core network and Local IP Access to the Internet shall be supported. 



· The Operator or the H(e)NB Owner, within the limits set by the Operator, shall be able to enable/disable Local IP Access to the Internet per H(e)NB. 


· 

· It shall be possible to collect and make available to the Operator statistics information (e.g. regular reporting of Local IP traffic volume) for each user on the use of the Local IP Access to the Internet.
· Local IP access to the internet shall not compromise the security of the operator networks.
· 
End of modifications


















































































