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1. Introduction

In this contribution, the diferrences between charging models and the method for supporting charging models, such as generating charging-related-data, are clarified. It is done by modifting key terms and adding illustrations on charging-related-data. editor’s note is removed. Moreover, an illustrative, but not exhaustive, data components are provided. It should be mentioned, however, that the exact specification for those data is beyond the scope of 3GPP. 
2. Proposal

---------------  1st modification  -----------------
6.6
Charging Requirements

6.6.1 

Charging

Depending on the network operator’s policy various charging models should be supported. Examples of charging models are presented in Table 2.
Table 2: Examples of Charging Models
	Index
	Charging models
	Description

	1
	Flat rate 
	Fixed (for example monthly) sum is charged  for the haptic service.The amount of usage may be limited by the quota. 

	2
	Fee of purchasing  predefined haptic information
	A subscriber is charged by the system when he purchases a predefined set of haptic information. 

	3
	Fee of  changing service configuration
	A subscriber may be charged when he changes or updates his setting. 

	4
	Fee of sending haptic information
	A subscriber is charged when he sends haptic information to the remote party.


For the support of various charging models, the following charging-related-data may be generated by the network.

- Message types and length

- Indication of charging,
- Prepaid subscriptions.

- Bearer of the message


















