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1. Overall Description:

In TS 22.368, there are two sets of congestion control requirements. One set is in the general MTC requirement section and the other set is in the Time Tolerant MTC Feature sections.  The purpose of this liaison statement is to further explain the need and differences behind these two sets of requirements. 
WRT the general requirement:

 “The network shall provide a mechanism to reduce peaks in the data and signalling traffic resulting from very large numbers of MTC Devices (almost) simultaneously attempting data and/or signalling interactions”:
The intention behind this requirement was to allow the creation of mechanisms to protect the network from the congestion caused by a very large number of MTC Devices simultaneously and unexpectedly accessing the network. Since this congestion can occur for all MTC Applications, the requirement and corresponding solutions need at least to apply to all MTC Devices, hence the requirement was put into the general section. 
WRT the MTC Time Tolerant congestion requirements:

The intention behind this requirement was to allow the creation of mechanism(s) to more aggressively delay lower priority MTC traffic when congestion has occurred e.g. due to expected operating load dynamics. Since this requirement is in the MTC Feature section, it does not apply to all MTC Devices and only applies to Time Tolerant (i.e. low priority) Devices and as such access delays are expected and acceptable.
Note that this does not preclude that the same mechanisms can be used for both sets of requirements.

2. Actions:

To SA2 group.

ACTION: 
Please consider the additional explanation behind these two sets of congestion control requirements in TS 22.368 when defining stage 2 solutions/mechanisms.
3. Date of Next TSG-SA WG1 Meetings:

SA1#52

08 – 12
Nov 2010
La Valletta, Malta, EU 
SA1#53

14 – 18
Feb 2011
North America (Cancun?)

