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START OF CHANGE 1
5
High level Service Aspects

5.1
General

5.1.1
Accessibility

Various scenarios of service accessibility are possible, and will be determined by regulations in each country. In some countries it is known already that NOVES would be available to everyone without subscription. In some other countries it is unlikely, at least in the near term, that non-voice emergency services would be available to all subscribers.. 

Possible requirements

· Access to non-voice emergency services should be available to all subscribers, or selected subscriber groups, as required by local regulators. 

· The user may need to subscribe to non-voice emergency services, as required by operators and/or local regulations.
5.1.2
Location services

In many countries, the provision of positioning information to the PSAP during an emergency voice call is required by regulation.  
5.1.3
Limited Service Mode

3GPP specifications enable emergency voice calls to be made without a valid subscription. Many countries have moved away from this being a regulatory requirement, but in some countries a valid subscription is still not required to make an emergency voice call. 

Provision of non-voice emergency services without a valid subscription may be problematic and could require changes to 3GPP specifications and networks. It is also possible that access to non-voice emergency services without a valid subscription would lead to mis-use of the service, such as testing stolen phones and denial of service attacks on the PSAP and networks, and could be problematic for PSAPs (anonymity). 

It is expected that NOVES in limited service mode would not be a requirement.

5.1.4
Charging

Local regulations usually require that emergency calls are free of charge and the same will probably apply to NOVES. Call records should allow for charging if it is required.

Possible requirements

· Detailed records should be generated.
5.2
Security, reliability, and priority handling considerations

5.2.1
Security

Spoofing is a potential security risk. 

PSAP operators currently use real time communication with the person requesting help to assess the situation. If a message is sent from a known or registered subscriber, rather than an anonymous source, then the confidence level of the PSAP operator can be increased. 

Possible requirement

· The PSAP should know that the non-voice emergency media is from an authenticated device.

· Non repudiation

5.2.2
Performance requirements
NOVES should provide a high level of reliability in delivery of the message to the PSAP.

5.2.3
Prioritization

NOVES should generally be prioritized higher than the equivalent non emergency service.  
3GPP standards should include possibilities for prioritization but it is up to regulatory requirements if they are used or not.
5.3
Routing considerations

Two possible scenarios are that PSAPs handle voice and non-voice emergency calls, or separate PSAPs are established for non voice emergency services. In the case of eCall, some EU Member States will implement eCall with existing PSAP infrastructures whereas others will have dedicated eCall PSAPs. The same Calling Party ID would be attached to all media components so that the PSAPs can associate one caller to one incident.  

It is not expected that media would have to be routed to multiple PSAPs.

It will be necessary to associate multiple non-voice emergency media and possible associated voice calls as one “session”. For example, a series of text messages could be in the dialogue which would have to be associated with the same NOVES device and the same PSAP call taker.  

Possible requirements

· The originating or emergency services network shall provide a mechanism to route non-voice emergency media to the NOVES capable PSAP according to the capability of PSAP and the requested type of emergency service, subject to local regulators/authorities.
· The originating or emergency services network should be able to route non-voice emergency media to the same PSAP as voice calls, or to a different PSAP, as required by local regulators/authorities.
· The system shall provide a mechanism to associate multiple non-voice emergency media and possible associated voice calls together.
5.4
Roaming considerations

It would be desirable for subscribers who need NOVES to have access to these services when roaming. It is not known whether local regulations would require that NOVES are provided to incoming roaming subscribers.

An NOVES message sent from a NOVES device in a visited network should not go to the Home Network as the NOVES message could not then be routed to a local PSAP in the visited country. Any mechanism to intercept NOVES messages in the visited network and route them to a local PSAP may be costly to implement and may lead to problems in border areas.

If NOVES is not available in a visited network, then the user should be notified. 

A SIP based text message could be addressed by the handset to a different address than a normal text message.  Further consideration is required.

Possible requirements

· when the NOVES device is roaming, NOVES data and/or messages should be routed directly to the visited network.
· If NOVES is available in a visited network, then the user should be notified. 

5.5
Hand-over considerations

A handover between RATs may result in degradation or loss of a NOVES service (especially video service), but emergency voice call should still be available as a fallback. 

There can be scenarios where an emergency service available in an access network may not be possible after handover in a different access network, including e.g. non-3GPP access network. 

5.6
PSAP boundary considerations
It is expected that NOVES would be equivalent to emergency voice calls in this respect. All non-voice emergency media types should go to the PSAP associated with the user’s location at the beginning of the non-voice emergency session. It is expected that the original PSAP will coordinate with PSAPs of other regions if necessary.

5.7
Multiple media considerations
The system should allow the PSAP to attribute all non-voice emergency media types to the originating NOVES device. Even if communication streams are routed to different PSAPs, it will be necessary to attribute everything to the same originating NOVES device for avoidance of risk that the PSAP assumes multiple incidents.
5.8
Call-back considerations

If a PSAP receives a NOVES communication, the PSAP in some cases may want to establish a a callback communication with different  media to the person to assess the incident. In some cases a voice call back would not be appropriate, for instance if the user is hearing impaired, or the user is in a situation where s/he can not speak.

The PSAP will have to at least acknowledge receipt of an NOVES communication and should preferably be able to communicate bilaterally in the same media. 

In the case of a media communication, a voice callback may be adequate.

Possible requirements

· 3GPP specifications should allow for the PSAP to respond to the NOVES device using the same media type, subject to capabilities of the PSAP.

· 3GPP specifications should allow for the PSAP to make a voice call to the originating NOVES device, subject to its capabilities, if emergency callback is already provided.
5.9
Load impact considerations 

5.9.1
Large scale emergency

The network operator should manage non-voice emergency traffic overload in the same way as emergency voice traffic overload. 

5.9.2
Malicious use

Filtering is sometimes applied to voice emergency calls, in that the caller hears a recorded message asking him to call another number if the situation is not an emergency. Something similar may be applied to non-voice emergency services. Note this may be performed in the PSAP and not in the 3GPP network. 
All non-voice emergency service attempts may be logged and that data made available to PSAP, if required by regulation.

END OF FIRST CHANGE
START OF SECOND CHANGE
Annex X: European specific requirements
The following are additional requirements which are specifically for Europe:
When caller's identity would be barred because of privacy reasons - this needs to be overridden (European legal requirement, Privacy Directive).
When location information would be barred because of privacy reasons - this needs to be overridden (European legal requirement, Privacy Directive).

It must be possible to reroute to a secondary PSAP on manual initiation from the first PSAP e.g. in case of an imminent emergency in the primary PSAP. This secondary PSAP may be located in a neighbouring country. (Potential operational need related to Universal Service Directive).

Network and Service providers should indicate uncertainties and inaccuracy in the location information they provide to the PSAP considering the capabilities of the device and network (Potential operational need).
PSAP may request Network and Service providers to stop conveying calls or messages from a particular destination to a particular PSAP (National requirement).
END OF SECOND CHANGE
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