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1. Introduction

This document proposes clarifications to Background and Use cases sections in VINE TR

2. Reason for Change

Scenarios in clause 9 of TS 182 023 are dealing with roaming, not nomadism in section 4.1

The endpoints may be connected to a 3GPP IPCAN and/or a circuit-switched network, connected to the IMS via an MGCF.
Clarification  in the two scenarios : difference  between the two scenarios in section 5 is the presence of an enterrprise access network between the PBX and the Managed IP network.

To Use cases : Need to clarify whether the home (IMS) network is the Enterprise or the Macro network.
In IMS use cases : Session mobility is more appropriate 

3. Proposal

It is proposed to agree the following changes to 3GPP TR 22.809
4.1
Analysis of related standardization
Work has been done in other standards bodies pertaining to mobility in Enterprise networks, notably in ETSI TISPAN ([2], [3], [4] and [5]).  Although mobility aspects are present in both TISPAN Stage 1 [2] and Stage 2 [3], [4] and [5], they are very limited.  Session continuity and inter-device session transfer are not addressed in TISPAN. 



The Hosted Enterprise Service, as documented in ETSI TS 181 019 [2] and ETSI TS 182 024 [4] for wireline networks, is considered completely documented. TISPAN specifications do not make any assumption as to whether the IMS is owned by a fixed operator, a mobile operator or a converged operator.  Further investigation of the Hosted Enterprise Service for mobile operator networks is needed in this study.

The wireline business trunking application is well understood between 3GPP and TISPAN at the Stage 1 level, and is addressed in Common IMS. TISPAN specifications do not make any assumption as to whether the IMS is owned by a fixed operator, a mobile operator or a converged operator.  Further investigation of the business trunking application between the mobile operator network and the Enterprise is needed in this study.
4.2
Enterprise-based service control
4.2.1
Introduction

In an Hosted Enterprise Services scenario, the IMS core and all services reside in the operator network and are hosted on an AS owned by the network operator. In an Enterprise-based service scenario  it is possible to control at least some subscriber services from within the Enterprise via an Enterprise AS, while retaining all mobility options associated with the IMS.

Subclause 4.2.4 of 3GPP TS 23.228 [6] defines the IMS service control interface to an AS in both an internal and an external network AS.

Thus an Enterprise can behave as an external network to provide an IMS AS to host and execute services on behalf of a user in the operator network.  3GPP has not defined the authentication and security functions for this configuration.
4.2.2
Existing standards implementation

The provisions to realize Hosted-Enterprise Service (HES) are described in TS 182 024 [4]. 

To realize Enterprise-based service control, the 3GPP mobile device must be registered in the operator network with placement of the SIP AS within the Enterprise.  This AS is called an Enterprise AS (E-AS).  Subscriber profile data (e.g., initial filter criteria) can ensure that IMS properly invokes the E-AS for service execution.

4.2.3
Standards gap analysis

Neither ETSI TISPAN nor 3GPP currently describe the realization of Enterprise-based service control, where the AS is in the enterprise domain.

3GPP specifications do not address the following aspects of IMS interconnection to a Third Party AS:

-
Special consideration must be given to authentication and security for the service control interface between the operator network and the Enterprise.  The potential role of a security gateway is TBD.

-
The interface should allow only authorized service requests on behalf of valid users.

-
The E-AS must have direct access to subscriber data in the operator network.

-
The realization of service data management between the UE and E-AS is TBD.

- 
The nature of the security associated with the data management interface is TBD.

-
It is TBD whether the E-AS will always access media resources within the Enterprise or whether the E-AS must be able to access media resources in the operator network.

5
Reference Model

The Reference Model is provided in Figure 1 below in order to help in development of the use cases and the potential requirements.  The Reference Model is provided for the retail model in which the mobile operator manages and authenticates the 3GPP mobile device.  The wholesale model, in which an Enterprise purchases 3GPP mobile devices and services in bulk, is not in the scope of this study item.
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Figure 1: Reference Model

Figure 1 shows the relationship between the mobile operator and the Enterprise.  The mobile operator network comprises the IMS network that connects to the PSTN and the SS7 network as well as Presence and Location information.  One or more 3GPP access networks are also provided by the mobile operator macro network.  The Enterprise network comprises fixed and/or wireless access networks (e.g. WiFi) and IP-PBX.  The Enterprise network is connected to the mobile operator core network via managed IP network using two kinds of connections:

-
The Enterprise access network is connected to the mobile operator core network via managed IP network.  
-
The Enterprise IP-PBX is connected to the mobile operator IMS network via managed IP network.  
In both cases, access and IMS authentication of the 3GPP mobile devices connected via the Enterprise access network are done via this managed IP network. IMS authentication of IP-PBX devices connected via the Enterprise access network may also be done via this network if such devices are provisioned in the mobile operator network. This enables IP-PBX services to be offered via the mobile operator IMS to the 3GPP mobile devices in the mobile operator network or Enterprise network and to the IP-PBX devices in the Enterprise network.


The Enterprise can leverage the business/roaming relationship of the mobile operator with other mobile operators.  This enables 3GPP mobile devices to access mobile operator services from other Enterprise locations, so the Enterprise requires a business relationship with only a single mobile operator and not with multiple mobile operators.  Therefore, no additional business models to support roaming are needed.

6
Use Cases

In each of the following IMS use cases, it is assumed that the user is a mobile operator subscriber who has a VoIP-capable 3GPP mobile device with an IMS client that is registered for IMS services from the mobile operator’s IMS.  For the CS-based use cases, it is assumed that the user has a CS 3GPP mobile device receiving IMS services from the mobile operator’s IMS using IMS Centralized Services.  In all cases, it is assumed that the device can receive some IP Multimedia Applications from an IP-PBX that is connected to the mobile operator's network as an IMS Application Server, in addition to receiving applications from application servers provided by the mobile operator.  A user receiving IP-PBX services via their IMS subscription is called an Enterprise user.

In some scenarios, the user may also have an IP-PBX device attached via the managed IP network to the mobile operator's IMS.  The IP-PBX device receives IP-PBX applications via the IMS.

6.1
IMS use cases

6.1.1
Mobility from macro network to Enterprise
6.1.1.1
Preconditions

An Enterprise user is located in the macro network (outside the Enterprise premises).  The user’s 3GPP mobile device is connected to the mobile operator’s IMS.
6.1.1.2
Service flow

a)
The user initiates a voice call via the mobile operator’s IMS.

b)
When the user enters the Enterprise premises, the user’s 3GPP mobile device is now connected to an access network within the Enterprise (e.g., H(e)NB or WiFi) and continues the voice call.

c)
The SIP session remains anchored in the mobile operator’s IMS.

d)
If the call is made towards PSTN/MNO, the media path uses the mobile operator’s PSTN GW, codec converters, etc.
e)
If both called and calling party are within the Enterprise IP-PBX, the media path is routed locally.

f)
If the voice call was established using wideband codecs, wideband codecs will be maintained after the user enters the Enterprise premises and the 3GPP mobile device connects to the Enterprise network.

6.1.2
Call transfer from 3GPP mobile device to IP-PBX device

6.1.2.1
Preconditions

An Enterprise user is located within the Enterprise premises.  The user’s 3GPP mobile device is using an access network (e.g., H(e)NB or WiFi) within the Enterprise and registered with the mobile operator’s IMS.  The user has an active voice call on his 3GPP mobile device, with the SIP session anchored in the mobile operator’s IMS.  The user also has an IP-PBX device that is capable of receiving service from the mobile operator's IMS.
6.1.2.2
Service flow

a)
The user transfers the call from the 3GPP mobile device to his IP-PBX device to benefit from Unified Communications services within the Enterprise.

b)
The SIP session remains anchored in the mobile operator’s IMS.

c)
The Enterprise IP-PBX is considered an AS to the mobile operator’s IMS.

d)
If the call is made towards PSTN/MNO, the media path uses the mobile operator’s PSTN GW, codec converters, etc.
e)
If both called and calling party are within the Enterprise IP-PBX, the media path is routed locally.

f)
If the voice call was established using wideband codecs, wideband codecs will be maintained after the user transfers the call from the 3GPP mobile device to the IP-PBX device.

6.1.3
Call transfer from IP-PBX device to 3GPP mobile device

6.1.3.1
Preconditions

An Enterprise user is located within the Enterprise premises.  The user has an active voice call on his IP-PBX device that is using the Enterprise IP‑PBX.
6.1.3.2
Service flow

a)
The user transfers the call from the IP-PBX device to the user’s 3GPP mobile device.  The user’s 3GPP mobile device is using an access network (e.g., H(e)NB or WiFi) within the Enterprise that is connected to the mobile operator’s IMS.
b)
The SIP session is transferred from the Enterprise IP-PBX to the mobile operator’s IMS.

c)
If the call is made towards PSTN/MNO, the media path uses the mobile operator’s PSTN GW, codec converters, etc.
d)
If both called and calling party are within the Enterprise IP-PBX, the media path is routed locally.

e)
If the voice call was established using wideband codecs, wideband codecs will be maintained after the user transfers the call from the IP-PBX device to the 3GPP mobile device.

6.1.4
Mobility from Enterprise to macro network

6.1.4.1
Preconditions

An Enterprise user is located within the Enterprise premises.  The user’s 3GPP mobile device is using an access network (e.g., H(e)NB or WiFi) within the Enterprise that is connected to the mobile operator’s IMS.  The user has an active voice call on his 3GPP mobile device, with the SIP session anchored in the mobile operator’s IMS.  Both the called and calling party are using access network(s) within the Enterprise, so the media path is routed locally.
6.1.4.2
Service flow

a)
When the user leaves the Enterprise premises to the macro network, the session continues.

b)
The SIP session remains anchored in the mobile operator’s IMS.

c)
The media path is now routed via the mobile operator’s IMS.

d)
If the voice call was established using wideband codecs, wideband codecs will be maintained after the user leaves the Enterprise premises to the macro network.

6.1.5
Short code dialing

6.1.5.1
Preconditions

The Enterprise user A has an IMS-capable 3GPP mobile device and user B has an IP-PBX device (IP phone or PC). Both of the devices are capable of using the short code dialing service of the Enterprise IP‑PBX through the mobile operator’s IMS.
NOTE; This feature corresponds to the abbreviated dialing feature identified in TS 182 024 [4].
6.1.5.2
Service flow

a)
User A initiates a call toward user B via a short number.

b)
The device of user B starts ringing.

c)
User B accepts the call and starts talking to user A.

Editor’s Note: It is FFS whether to display CLI in short or complete number to the called party.
6.1.6
Parallel alerting

6.1.6.1
Preconditions

The Enterprise user has two devices capable of receiving IMS services, a 3GPP mobile device and an IP-PBX device (IP phone or PC).
NOTE; This feature corresponds to the line hunting feature identified in TS 182 024 [4].
6.1.6.2
Service flow

a)
A call is initiated toward the Enterprise user on his shared Public User Identity.
b)
Both devices start ringing.

c)
The user accepts the call on one of his devices.  The SIP session is anchored in the mobile operator’s IMS.

d)
The other device automatically stops ringing.

e)
Regardless of the device on which the call is answered, the called party identity presented to the calling party is the shared Public User Identity.
6.1.7
Media transfer

6.1.7.1
Preconditions

The Enterprise user has two devices capable of receiving IMS services, a 3GPP mobile device and an IP-PBX device (IP phone or PC).
6.1.7.2
Service flow

a)
A call is initiated toward the Enterprise user.

b)
The user accepts the call on his IP-PBX device.  The SIP session is anchored in the mobile operator’s IMS.

c)
The user decides to get coffee and transfer the audio to the mobile device (with control from the IP-PBX device).  If the voice call was established using wideband codecs, wideband codecs will be maintained after the user transfers the audio from the IP-PBX device to the 3GPP mobile device.

d)
The user can continue communication while going to get coffee.
e)
When the user returns, the audio is transferred back to the IP-PBX device (with control from the IP-PBX device). If the voice call was established using wideband codecs, wideband codecs will be maintained after the user transfers the audio from the 3GPP mobile device back to the IP-PBX device.
6.2
CS use cases

6.2.1
Call transfer from 3GPP mobile device to IP-PBX device

6.2.1.1
Preconditions

An Enterprise user is located within the Enterprise premises.  The user has an active CS voice call on his 3GPP mobile device.  The mobile operator is capable of converting a CS call to an IMS call.
6.2.1.2
Service flow

a)
The user transfers the CS voice call from the 3GPP mobile device to his IP-PBX device to benefit from Unified Communications services within the Enterprise.

b)
The mobile operator converts the CS voice call into a SIP session, which is anchored in the mobile operator’s IMS.

c)
If the call is made towards PSTN/MNO, the media path uses the mobile operator’s PSTN GW, codec converters, etc.  If the voice call was established using wideband codecs, wideband codecs will be maintained after the user transfers the call from the 3GPP mobile device to the IP-PBX device.

6.2.2
Call transfer from IP-PBX device to 3GPP mobile device

6.2.2.1
Preconditions

An Enterprise user is located within the Enterprise premises.  The user has an active voice call on his IP-PBX device using the Enterprise IP-PBX.  The mobile operator is capable of converting an IMS call to a CS call.
6.2.2.2
Service flow

a)
The user transfers the voice call from the IP-PBX device to the user’s 3GPP mobile device.

b)
The SIP session in the Enterprise IP-PBX is converted to a CS voice call and transferred to the mobile operator’s MSC.  The CS voice call is anchored in the mobile operator’s MSC.

c)
If the call is made towards PSTN/MNO, the media path uses the mobile operator’s PSTN GW, codec converters, etc.  If the voice call was established using wideband codecs, wideband codecs will be maintained after the user transfers the call from the IP-PBX device to the 3GPP mobile device.

6.2.3
Short code dialing

6.2.3.1
Preconditions

The Enterprise user A has a CS 3GPP mobile device and user B has an IP-PBX device (IP phone or PC).  Both of the devices are capable of using the short code dialing service of the Enterprise IP-PBX through the mobile operator’s IMS.
NOTE; This feature corresponds to the abbreviated dialing feature identified in TS 182 024 [4].
3GPP
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