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This contribution add a pre-condition for activation of MDT task from Host provider. From the sourcing company’s view the MTD task will consume battery of UEs and impact user experience. And therefore the activation of MDT task should be allowed first by participating operators.
It is suggested that the use case is upated into TR 22.852
4.5
Scenario and Use Case 4
(MDT Support for RAN operator)

4.5.1      Description

Minimization of Drive Testing (MDT) is a feature introduced in Release 10 to allow the harvesting of network coverage & quality information from customer UEs as they move within the coverage of the RAN.  This provides better quality data, at a lower cost, than that produced by the RAN operator performing drive testing of the RAN using test UEs. 

This use case describes the generation & retrieval of MDT data by a Hosting Provider that does not have an adjunct core network & which therefore does not provide service, other than RAN connectivity, to the UEs connected via its network. 

4.5.2      Pre-conditions

The Hosting Provider agrees to share RAN resources with one or more Participating Operators. 

The Hosting Provider does not have a core network adjunct to the RAN. 

All UEs connected through the RAN are associated with one or more of the Participating Operators. 
The participating operators have network sharing agreement with the Hosting Provider that UEs owned by participating operators are allowed to be selected for MDT data collection purpose triggered by the Hosting Provider.
The Hosting Provider requires to initiate collection of MDT data. 
4.5.3      Service Flows
1. The Hosting Provider requests retrieval of MDT data by UEs which is allowed to do this task by participating operators connected to the RAN. 

2. The Hosting provider collects the retrieved data. 

4.5.4      Post-conditions
The Hosting Provider is in possession of the coverage & network quality data for the shared RAN provided by MDT. 
4.5.5      Requirements

The requirements derived from this use case are:

· Subject to agreement between The Hosting RAN Provider and Participating Operators the Hosting RAN Provider shall be able to control collection of MDT data by UEs connected through its RAN.

· Subject to agreement between The Hosting RAN Provider and Participating Operators the Hosting RAN Provider shall be able to retrieve MDT data collected by UEs connected through its RAN,.

