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AGENDA
	1
Documents

	1.1  SEES: Service Exposure and Enablement Support [SP-130505]

	Doc type
	Tdoc no.
	Source
	Title
	Conclusion
	Action items from Plenary

Summary of discussion in Drafting session

<main discussion points>

	AGE
	S1-135165
	SA1 Vicechair (Telecom Italia)
	Agenda for SEES Drafting Session
	
	

	REP
	S1-135166
	Rapporteur/SA1 Vicechair
	Report for SEES Drafting Session
	Revised to S1-135173
	

	REP
	S1-135173
	Rapporteur/SA1 Vicechair
	Report for SEES Drafting Session
	
	Revision of S1-135166.

	1.2  SEES: TR skeleton and scope

	TR
	S1-135097
	Rapporteur (KPN)
	Draft TR skeleton for SEES
	Revised to S1-13135167
	

	TR
	S1-13135167
	Rapporteur (KPN)
	Draft TR skeleton for SEES
	Agreed
	Revision of S1-135097.


	Cont
	S1-135250
	Huawei
	Relationship of SEES work with MOSAP and OMA
	Agreed
	Revision of  S1-135117

Propose text for the scope of the TR: to study use cases and related requirements for the network information and capability that the 3GPP network could exposed to the 3rd party applications


	1.3  SEES: Use cases

	Cont
	S1-135252
	NEC
	Use Case on interworking with M2M Service providers
	Revised to S1-135168
With Use case only 
	Revision of S1-135048

UC proposes that the MTC Server is able to indicate via specified interfaces the desired schedule and schedule changes of "Time Controlled" MTP devices to the 3GPP network

	Cont
	S1-135168
	NEC
	Use Case on interworking with M2M Service providers
	
	Revision of S1-135048

UC proposes that the MTC Server is able to indicate via specified interfaces the desired schedule and schedule changes of "Time Controlled" MTP devices to the 3GPP network
Revision of S1-135252.

	 Cont
	S1-135253
	Huawei
	SEES Use Case on background traffic
	Revised to S1-135169
	Revision of  S1-135126

UC that describes the optimization for background data delivery. REQ: The network  to inform third party provider of Push services of current acceptable maximum bitrate and its availability time window to transfer traffic during non busy hours.

	Cont
	S1-135169
	Huawei
	SEES Use Case on background traffic
	
	Revision of  S1-135126

UC that describes the optimization for background data delivery. REQ: The network  to inform third party provider of Push services of current acceptable maximum bitrate and its availability time window to transfer traffic during non busy hours.
Revision of S1-135253.

	Cont
	S1-135254
	China Telecom
	Use Case on user data rate exposure
	Not handled
	Revision of  S1-135068

US: to improve user experience, 3rd party (e.g. website) needs to know user’s approximate data rate. REQ: the NW to provide UE’s data rate range to 3rd party, as the response to 3rd party’s query.

	Cont
	S1-135255
	China Telecom
	Use Case on user RAT type exposure
	Revised to S1-135172
	Revision of  S1-135068

Previous UC. REQ: The network shall be able to identify UE’s RAT type

	Cont
	S1-135172
	China Telecom
	Use Case on user RAT type exposure
	 
	Revision of  S1-135068

Previous UC. REQ: The network shall be able to identify UE’s RAT type
Revision of S1-135255.

	Cont
	S1-135256
	Huawei
	Use Case on real-time population movement exposure
	Revised to S1-135170
	Revision of  S1-135119

UC (Real-time exposure of UEs  footprint) that  describes the two scenarios where the MNO provides the real-time UE footprint information to a 3rd party
1: Emergency team

2. Transport real-time information.

	Cont
	S1-135170
	Huawei
	Use Case on real-time population movement exposure
	
	Revision of  S1-135119

UC (Real-time exposure of UEs  footprint) that  describes the two scenarios where the MNO provides the real-time UE footprint information to a 3rd party

1: Emergency team

2. Transport real-time information.
Revision of S1-135256.

	Cont
	S1-135257
	Huawei
	Use Case on exposure of charging model choice
	Revised to S1-135171
	Revision of  S1-135125

UC on  the selection of the charging model by 3rd party (i.e. Dynamic change of charging model from “sponsor” to “end-user” charging and viceversa. REQ; NW shall allow 3rd party provider to indicate who  has to be charged for a communication in order to allow: the user pays for the traffic or the 3rd party pays for the traffic.

	Cont
	S1-135171
	Huawei
	Use Case on exposure of charging model choice
	Agreed
	Revision of  S1-135125

UC on  the selection of the charging model by 3rd party (i.e. Dynamic change of charging model from “sponsor” to “end-user” charging and viceversa. REQ; NW shall allow 3rd party provider to indicate who  has to be charged for a communication in order to allow: the user pays for the traffic or the 3rd party pays for the traffic.
Revision of S1-135257.
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Tdoc numbers for allocation during drafting session (admin purposes only)
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	3 Tdoc numbers NOT allocated during drafting session (admin purposes only)

	
	S1-135174
	
	Tdoc number for allocation in drafting session
	
	

	4
Summary of drafting session

	Skeleton and scope for new TR22.853 agreed
Agreed to use the extended use case template for use cases, i.e. add sub-heading “Potential Impacts or Interactions with Existing Services/Features 

5 use cases were discussed;  four use cases revised, one agreed.

One use case tdoc not handled

S1-135252 Remove “Time Controlled”, SA2 power consumption discussion. Focus on Use case only (5168
S1-135253 Clarify the use case. Unclear the benefit for the third parties to background data delivery ( 5169
S1-135256 clarify realtime snapshot of UE, secure information: authorised third party agreement, location (LBS) (5170
S1-135257 Sponsor  replaced by Third Party. Introduction of a new section “Potential Impacts or Interactions with Existing Services/Features” ( 5171 agreed 
S1-135255 user datarate vs RAT type ( 5172

S1-135254 not handled. Proposal to merge it with 5255.
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Close
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