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Abstract: This contribution is a minor clarification to specifically state that Talker IDs are presented to MCPTT users that are receiving a Group Call or are receiving a Private Call, as this requirement is stated for Late Entry, but not specifically for the normal case. 

Note: This contribution uses MCPTT 22.179 v0.41 as the basis for the change.
Proposal
Below are the related requirements that talk about Talker IDs, as highlighted the text in Late Call entry is more specific, so this contribution seeks to clarify the ‘normal’ case in a similar manner. 
4.3.2
Late Call Entry

The MCPTT service shall provide the Talker ID, Alias ID, MCPTT Group and, if available, Public Safety Entity Name of the user who is talking (i.e., whose UE is transmitting) to UEs that enter the call late.

The MCPTT service shall provide the Talker location information to UEs that are late entering a call in progress.
4.7
Talker ID

The MCPTT service shall provide the Talker ID, Alias ID, MCPTT Group, and, if available, Public Safety Entity Name for display by the UE.

All UEs shall provide a configurable capability to display the Talker ID, Alias ID, MCPTT Group, and Public Safety Entity Name.

================= First Change ===================
 4.7
Talker ID

The MCPTT service shall provide Talker IDs to participants on a dedicated basis.

The MCPTT service shall provide a mechanism for the Talker ID of a user to be associated with that user’s authentication.

The MCPTT service shall provide a mechanism such that each MCPTT participant has a globally unique Talker ID.

The MCPTT service shall ensure that each Talker ID has an alphanumeric identifier (with a minimum length of N3) (i.e., Alias ID) assigned by an MCPTT Administrator and/or authorized user.

The MCPTT service shall provide a mechanism for an MCPTT Administrator to configure the Alias IDs.

The MCPTT service shall provide the Talker ID, Alias ID, MCPTT Group, and, if available, Public Safety Entity Name of the user who is talking (i.e., whose UE is transmitting) to all UEs that are receiving, for display by the UE(s).

All UEs shall provide a configurable capability to display the Talker ID, Alias ID, MCPTT Group, and Public Safety Entity Name.
