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Abstract: This contribution combines S1-142019, S1-142069, and S1-142084 on the requirements relating to Private and Group Calls for ambient listening and remote activation of the UE’s transmitter from 4.3.4 Call Monitoring.
From S1-142019 ==================================
“The MCPTT service shall provide a mechanism for an MCPTT Administrator and/or authorized user to cause a UE to initiate an MCPTT call (either an MCPTT Group Call or an MCPTT Private Call) and begin transmitting (unit monitoring (UM)) to UEs within their authority.
This action (unit monitoring (UM)) may occur with or without any notification to the UE or user of the UE.”

From S1-142084 =================================
4.3.X 

The MCPTT service shall provide a mechanism for an MCPTT Administrator to receive MCPTT Group transmissions from any member(s) within their authority without noticeable impact on or knowledge of the user.

4.3.X Remotely initiated MCPTT Call 

The MCPTT service shall provide a mechanism for an MCPTT Administrator and/or authorized user to cause a UE to initiate an MCPTT Private Call to the MCPTT Administrator and/or authorized user and begin transmitting for UEs within their authority.  This action may occur with or without any notification to the UE or user of the UE.

Editor's Note: add descriptive text, add reference to TETRA ambience listening and add a similar requirement for group call
From S1-142069 ==========================================
4.3.4.x Discreet monitoring

The MCPTT service shall provide a mechanism for an MCPTT Administrator to receive MCPTT Group or Private Call transmissions from any MCPTT User within their authority without noticeable impact or knowledge of the user.
4.3.4.x Remote unit monitoring
The MCPTT service shall provide a mechanism for an MCPTT Administrator and/or authorized user to cause a UE to initiate an MCPTT call and begin transmitting (unit monitoring (UM)) for UEs within their authority.  This action may occur with or without any notification to the UE or user of the UE.

============== Combined changes to requirements in 4.3.4 ===============

4.3.x
Discreet Listening Capabilities
The MCPTT service shall provide a mechanism for an MCPTT Administrator to receive MCPTT Group or Private Call transmissions from any MCPTT User within their authority without noticeable impact on or knowledge of the user.

Editor's Note: add descriptive text, add reference to TETRA ambience listening
4.3.X Remotely initiated MCPTT Call 
The MCPTT service shall provide a mechanism for an MCPTT Administrator and/or authorized user to cause a UE that is within their authority to initiate an MCPTT Private Call to the MCPTT Administrator and/or authorized user and then begin transmitting to the MCPTT Administrator or authorized user.  
This action may occur with or without any notification to the user of the UE.

The MCPTT service shall provide a mechanism for an MCPTT Administrator and/or authorized user to cause a UE that is within their authority to initiate an MCPTT Group Call and then to begin transmitting to the Affiliated MCPTT Group Members.
This action may occur with or without any notification to the user of the UE.

