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Abstract: This contribution provides modifications to TS22.179 v0.6.0. in order to define privacy requirements for MCPTT Private Calls.
Discussion
When an MCPTT User receives a Private Call setup from another MCPTT User, the called user may want to reject or ignore the call setup, but may not want the calling user to receive an indication as to why the call setup has failed.  This contribution provides a mechanism for an administrator to control whether an MCPTT User has the capability to restrict sending this information, and the ability for a suitably authorized MCPTT User to restrict sending the information.  

An MCPTT User may wish to restrict the reporting of their presence on the network or their capability to participate in Private Calls from other MCPTT Users.  This contribution provides requirements for authorized administrators to configure whether or not this information for one of their MCPTT Users is available or not, and if so, which other MCPTT Users may access this information.

Proposal
It is proposed to change the text in TS22.179 as follows: 

>>>>>>>>>>>>>>>>>>>>>>>> Start of First Change <<<<<<<<<<<<<<<<<<<<<

5.5
Private Call

The MCPTT service shall provide a means by which a UE can make an MCPTT Private Call to any MCPTT User for which the UE’s current MCPTT User is authorized.

Note: For Off-Network use, only a UE within communication range will receive the transmission.

The MCPTT service shall provide a mechanism for an MCPTT Administrator/Supervisor to configure which MCPTT Users, within their authority, can place an MCPTT Private Call.

The MCPTT service shall provide a mechanism for an MCPTT Administrator/Supervisor to configure which MCPTT UEs, within their authority, can place an MCPTT Private Call.
The MCPTT service shall provide a mechanism for an MCPTT Administrator to configure whether an MCPTT User, within their authority, that is a called party in an MCPTT Private Call, may restrict providing the reason why an MCPTT Private Call setup has failed to the calling MCPTT User.

The MCPTT service shall provide a mechanism for an authorized MCPTT User that is a called party in an MCPTT Private Call, to restrict providing the reason why an MCPTT Private Call setup has failed to the calling MCPTT User.

>>>>>>>>>>>>>>>>>>>>>>>> End of First Change <<<<<<<<<<<<<<<<<<<<<

>>>>>>>>>>>>>>>>>>>>>> Start of Second Change <<<<<<<<<<<<<<<<<<<<

6.13
Private Call

The MCPTT service shall provide a mechanism for an MCPTT Administrator to configure for a particular authorized MCPTT User, a set of MCPTT Users under the same authority to which an MCPTT Private Call can be made. 

Editor’s Note: The relationship between the authorizations of UEs vs. User is FFS.

The MCPTT service should provide a mechanism for authorized MCPTT Users to query whether a particular MCPTT User is present on the network.

The MCPTT service should provide a mechanism for an MCPTT Administrator to configure whether the presence on the network of a particular MCPTT User is available.
The MCPTT service should provide a mechanism for an MCPTT Administrator to configure which MCPTT Users may determine whether a particular MCPTT User is present on the network.

The MCPTT service should provide a mechanism for authorized MCPTT Users to query whether a particular MCPTT User is capable of participating in an MCPTT Private Call.

The MCPTT service should provide a mechanism for an MCPTT Administrator to configure whether the ability to participate in Private Calls of a particular MCPTT User is available.

The MCPTT service should provide a mechanism for an MCPTT Administrator to configure which MCPTT Users may determine whether a particular MCPTT User is capable of participating in an MCPTT Private Call.


The MCPTT service shall provide a mechanism (i.e., MCPTT Private Call callback request) for the calling party of an MCPTT Private Call to request that the called party (at earliest convenience) place a call to the calling party.

The MCPTT service shall provide a UE receiving an MCPTT Private Call callback request with an indication of which MCPTT User called and when.

Within an MCPTT Private Call, the MCPTT service shall provide a mechanism by which specified participants or participant types (e.g., dispatch) have the ability to override an active PTT transmission of the other participant in the private call.
Editor’ Note: Private call set up modes requirements are FFS.

Editor’ Note: Discrete listening requirements are FFS.

Editor’ Note: Call override capabilities are FFS.

Editor’ Note: Performance specifications are FFS.

>>>>>>>>>>>>>>>>>>>>>>> End of Second Change <<<<<<<<<<<<<<<<<<<
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