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Introduction

In another contribution (S1-143085) it is proposed to add the new feature for automatic and manual answer mode to MCPTT. This contribution proposes to add an additional requirement to be able to store the settings for automatic and manual answer mode on the USIM.

Storing the setting on the USIM would provide several benefits:

1. It would be possible to pre-configure the settings in the USIM. Thus the user, when inserting the USIM and switching on the UE the first time would not need to search for the functionality to check/change the setting in the UI of the UE. Also a well defined behavior at switch on can be expected, i.e. all the UEs would be set to the same behaviour.

2. When the setting is stored in the USIM and the user switches off and then again on his UE he can expect the same behaviour as he has configured

3. When the user changes the UE (moves the USIM from one UE to another) he can expect the same behaviour.

Proposal
5.13 Answer Mode for MCPTT

Editor’s Note: It is FFS whether there is a separate answer mode setting for Group Call from the answer mode setting for Private Call or a single answer mode setting for both Group Call and Private call.

The MCPTT UE shall support Automatic Answer Mode and Manual Answer Mode.  The MCPTT UE shall support the setting of the Answer Mode by the MCPTT User. 
It shall be possible to pre-configure the settings for Automatic Answer Mode and Manual Answer Mode via the USIM

It shall be possible to store the settings for Automatic Answer Mode and Manual Answer Mode in the USIM
The MCPPT Service shall support MCPTT UEs operating in both Automatic Answer Modes and Manual Answer Mode.

