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Abstract: This document proposes to include the following clarifications into the UICC-based solution conclusion section, after the discussion of document S1-143052 during the FS_MAPN drafting session.
----------------------------------- Start of Change ------------------------------------------
5.1 UICC based solution

This solution requires the addition of a new feature to allow the storage of multiple APNs in the USIM. 

This new feature has impacts on the UICC application and the ME – USIM interface. Thus, the UICC based solution is not applicable to legacy USIM and legacy MEs.

This new feature has no impacts on the Radio Access Network and Core Network.

Standard OTA platforms can be reused to update the list of APNs, thus the UICC based solution does not require any upgrade in legacy OTA platforms.

When considering the use case “Provisioning of an International M2M service for a Business Customer”, as soon as the subscription-swap operation has been completed successfully, the APN connectivity information is immediately available without requiring a second step configuration (because APN info are part of the updated USIM profile).
The following considerations apply to the “Automotive” UICC-based solution described in section 4.1.5.1
	FEATURE DESCRIPTION
	CONSIDERATIONS

	A list of APNs (all the mandatory and optional fields) is stored in the UICC. 
	APN mandatory and optional fields – reuse of existing features
UICC storage - New feature

	This list contains some additional information to link one specific APN to one specific application
	New feature

	The UICC may also contain some information to restrict the access to the list of APNs to specific applications.
	New feature

	Each ME application retrieves the corresponding APN from the list in the UICC, then informs the UE which APN to use to route the application data connection traffic. 
	New feature

	The list of APNs in the UICC can be updated OTA.
	Reuse of existing features


----------------------------------- End of Change -------------------------------------------
