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	Reason for change:
	Failure to properly identify new type of Private Call (one-way half duplex) and where used

	
	

	Summary of change:
	Properly identify the types of Private Calls and when used

	
	

	Consequences if not approved:
	Implementation of features could be different and potentially wasteful of radio resources.
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	Other comments:
	Private Call has changed meaning from one type to two types and now to three types, but the use of the term Private Call has not clearly identified when each type is used. Thus leaving ambiguity in how some features are to be implemented.


6.16.2.2.2
Remotely initiated Ambient Listening requirements
[R-6.16.2.2.2-001] The MCPTT Service shall provide a mechanism to allow an MCPTT Administrator and/or an authorized user to set up Ambient Listening on a remote MCPTT UE within their authority.

[R-6.16.2.2.2-002] The MCPTT Service shall ensure that Ambient Listening triggered remotely is terminated only by the remote authorized MCPTT User (e.g., a dispatcher).
6.16.2.2.3
Locally initiated Ambient Listening requirements

[R-6.16.2.2.3-001] The MCPTT Service shall provide a mechanism to allow an authorized MCPTT User to use the MCPTT UE that the MCPTT User is currently using to initiate Ambient Listening to another authorized MCPTT User (e.g., a dispatcher).

[R-6.16.2.2.3-002] The MCPTT Service shall ensure that Ambient Listening triggered locally can be terminated by the MCPTT User being listened to or by the remote MCPTT Administrator and/or authorized user, who was the listening Participant.
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