3GPP TSG-SA WG1 Meeting #71
S1-152216
Belgrade, Serbia, 17-21 August 2015
(revision of S1-15xxxx)
Title:
Clarifications to coexistence with legacy systems
Agenda Item:
8.1 FS Smarter: New Services and Markets Technology Enablers

Source:
Nokia Networks

Contact:
Mikko Kanerva (mikko dot kanerva at nokia dot com)

Abstract: This document proposes clarifications to text on coexistence with legacy systems.
Summary
The structure for the use case on Coexistence with legacy systems (clause 5.16 in TR 22.891) is not very clear, and the text has some convoluted sentences.
Proposal

Revise use case on Coexistence with legacy systems.
--------------------------------

5.16
Coexistence with legacy systems

5.16.1
Description

This use-case is used to collect requirements related to deployment and coexistence with legacy systems.
Several operators expect that the coverage of E-UTRAN will exceed the coverage of GERAN and UTRAN by 2020. In order to support the different use cases and business models with their varying demands it is expected that the <5G system> will include one or more <5G> RAT optimized for different market segments. The support of co-existence of new 5G RAT(s) and an E-UTRAN would cater for a sound migration path.

5.16.2
Potential Service Requirements

5.16.2.1
Interworking with <5G> systems
The <5G system> shall be able to support a UE with a <5G> subscription roaming into a <5G> Visited Mobile Network with roaming agreement with the <5G> Home Mobile Network. The <5G system> shall be able to set up home network provided data connectivity as well as visited network provided data connectivity.
5.16.2.2
Interworking with existing generations systems
The <5G system> shall be able to support a UE with a <5G> subscription roaming into a EPS Visited Mobile Network with roaming agreement with the Home Mobile Network. The <5G system> shall be able set up home network provided data connectivity as well as visited network provided data connectivity.
The <5G system> shall be able to support seamless handover and Inter System Mobility between<5G> RAT(s) and E-UTRAN. .

Seamless Handover between the <5G> RAT(s) and GERAN or UTRAN is not required.

5.16.2.3
Security

The <5G system> shall be able to provide at least the same level of security as EPS (confidentiality and integrity).

5.16.3
Potential Operational Requirements

5.16.3.1
Interworking with <5G> systems
The <5G system> shall be able to support that the operator can limit access to its services for a roaming subscriber with a <5G> capable UE and subscription, i.e. when <5G> SLA is not in place yet.

