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This paper proposes some clarificationtext to description sub-clause and adds an additional requirements related to Network capability exposure use case of  clause 5.49.

---------- Use Case template ----------
5.49
Network capability exposure
5.49.1
Description
Network capability exposure technology is to provide the network capabilities to the 3rd party ISP/ICP. Service providers can be capable of configuring and managing the service via e.g. open API, while operators will have the option to manage and evolve the network. This feature will arrange a highly efficient coordination between the service and the network. The operator network works together with the 3rd party, improving user’s experience and benefiting the industry.
Based on 3GPP SEES, the operator can provide the network information and control the capability with specific demand to the third party users. However, with the advent of 5G, some new network capabilities need to be considered to be exposed to the 3rd party, such as the network slicing capability.
Furthermore, the above network capability exposure can also support sharing of fronthaul/backhaul network resources by using emerging 5G method (e.g., network slicing) or existing method (e.g., NFV). Fronthaul/backhaul networks can be deployed by multiple operators. This will allow network operators to benefit by reducing deployment cost and provide better Quality of Service (QoS), increase in revenue e.g. by optimally allocating network resources to 3rd parties considering traffic conditions, peak hours, etc. 
Related material can be found in [21]. 
NOTE: Fronthaul network is referred to e.g., the network between RRH and BBU whereas backhaul network is referred to the network e.g., between BBU and the core network.
5.49.2
Potential service requirements 
The 3GPP system shall be able to support the existing network capability exposure.
The 3GPP System shall be able to support to expose the 5G network information and capabilities to the 3rd party, such as the network slicing capability. 
The 3GPP system shall be able to provide fronthaul/backhaul network information and capabilities to the 3rd party 
NOTE:
The specific network slicing capability which is needed to be exposed should be defined after the slicing definition is completed.
5.49.3
Potential operational requirements 
The 3GPP system shall allow network operators to be able to share fronthaul/backhaul network resources to the 3rd parties. 
