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Abstract: This contribution aims at adding the requirement of the configuration of the source of the content delivered by MCX Service that is specified in MCData TR 22.880 section 5.1.1 and 5.6.2 to MCCoRe Technical Specification 3GPP TS 22.280 because they are the common requirements applicable for MCX Services.
.
---------------------------------- First change--------------------------------------
5.1 
General Group Communications requirements 

5.1.1
General aspects

[R-5.1.1-001] The MCX Service shall allow an MCX User utilizing one or more MCX UE(s), concurrently, to sign-in and receive service on each of the MCX UE(s).

[R-5.1.1-002] The MCX Service shall provide a mechanism by which an MCX UE makes a 1-to-many MCX Service transmission to any MCX Service Group(s) for which the current MCX User is authorized.

NOTE:
For off-network use, only group members with MCX UEs within communication range receive the transmission.

[R-5.1.1-003] The MCX Service shall be able to notify the Affiliated MCX Service Group Members when the group communication is set up (e.g., this can be provided as an audible tone on the MCX UE).

[R-5.1.1-004] The MCX Service shall provide a mechanism to disable notifications (e.g., audible tone) on an MCX UE when receiving normal MCX Service Group Communications (not MCX Service Emergency or Imminent Peril Communications).

[R-5.1.1-005] At any moment in time in a communication, only one Participant type shall be used per Participant.

[R-5.1.1-006] The MCX Service shall provide a mechanism for a dispatcher or authorized user to configure which source of the content delivered by MCX Service shall be able to transmit the content to an MCX Service Group.
----------------------------------End of first change----------------------------------
---------------------------------- Second change--------------------------------------

5.6
Private Communication

Editor's Note: text to be provided for all the following sections.
5.6.1

Overview

5.6.2
Private Communication (with Floor control) general requirements

[R-5.6.2-001] The MCX Service shall provide a mechanism for a dispatcher or authorized user to configure which source of the content delivered by MCX Service shall be able to transmit the content to an MCX User.
----------------------------------End of second change----------------------------------

