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Abstract: This contribution aims at adding the open interfaces related requirements into MCCoRe TS 22.280 from MCVideo TS 22.281 and MCData TS 22.282.

The requirements about open interfaces in MCVideo TS 22.281 (96v releated) are related to that in MCData TS 22.282 (47d releated), so the common requirement should be moved into MCCoRe TS 22.280 from MCVideo TS 22.281 and MCData TS 22.282.
TDoc S1-161151 removed the requirements about open interfaces from MCVideo TS 22.281 (96v releated), and S1-161512 removed the requirements about open interfaces from MCData TS 22.282 (47d releated). 
It is proposed to add the new section of open interfaces for MCX services into the TS MCCoRe 22.280.

---------------------------------- Begin of change----------------------------------

5.X
Open interfaces for MCX services

5.X.1
Overview

It is expected that in the future data applications such as database access or event managers will be enhanced thanks to the use of multimedia communications. As a consequence, there is a need for external applications to securely access and use MCX services.

5.X.2
Requirements

[R-5.X.2-001] The MCX Service shall be accessible via an open interface by an external application.

[R-5.X.2-002] This interface shall support control and indication of data priority. 

[R-5.X.2-003] The MCX Service shall identify the end user logged on the external application.
----------------------------------End of change----------------------------------

