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1. Overall Description:

SA WG2 is in the process of defining the stage 2 procedures to support eCall Over IMS (also referred to as Next Generation (NG) eCall) in 3GPP Release 14. 3GPP TSG-SA WG2 has agreed on using SIP messages to transfer the initial eCall Minimum Set of Data (MSD), although the detailed signalling requirements including encoding of the MSD are left up to 3GPP TSG-CT WG1 to complete as part of stage 3.

Stage 1 requirements for eCall over IMS in 3GPP TS 22.101 V.14.2.0 sub-clause A.27.3 also require support for a PSAP to request an updated MSD from an eCall capable UE and for the UE to transfer the updated MSD to PSAP. 3GPP TSG-SA WG2 has discussed two alternative methods of supporting a PSAP initiated request for transfer of an updated MSD, subsequent to emergency session establishment, but has not yet selected an alternative; 
SA WG2 would like to ask SA WG1: 

Q1) whether support for eCall Over IMS is required by UEs in limited service state (subject to local regulatory requirements) and if yes whether this also includes support for UEs without UICC?
Q2) based on this requirement defined in 3GPP TS 22.101 V.14.2.0:
An IVS that supports IMS emergency call based eCalls and is attached via LTE access with no CS access available shall support the transfer of MSD via IMS emergency call to a TS12 based PSAP using the eCall Modem end-to-end.

SA2 discussed a scenario when PS access is available, but the UE does not receive the "eCall Over IMS supported" indication by the network, and there is no CS access available. Is it expected the UE to perform an IMS emergency call on the PS domain and attempt to transfer the MSD to the PSAP via the eCall Inband Modem as defined in TS 26.267 or just perform an IMS emergency call on the PS domain without an attempt to transfer the MSD?

Q3) whether based on service requirements for eCall Over IMS defined in TS 22.101 “additional data” that go beyond the MSD (defined by CEN in EN 15722:2011 "Intelligent transport systems - eSafety - eCall minimum set of data (MSD)") are considered. Furthermore, is it expected that the solution needs to be prepared for these interactions to transfer larger data e.g. to satisfy different regions and/or additional services?
SA WG2 would like to ask CT WG1: 
The 2 methods mentioned above for PSAP retrieval for the updated MSD are as follows; one method is based on the SIP INFO method defined in IETF RFC 6086 and conforms to the method of supporting updated MSD transfer defined in IETF draft-ietf-ecrit-ecall-07. The other method uses a separate data channel which can be set up during the IMS session establishment as well and would transfer MSD using MSRP.  
Q4) whether you have any feedback on the two alternative solutions from a protocol perspective? 

Even though the final protocol decision is under CT1 responsibility, the architecture aspects regarding overall system as indicated in the questions to SA1 is under SA2 responsibility. 
2. Actions:

To SA WG 1.

ACTION: SA WG2 requests SA WG1 to provide an answer in Q1, Q2 & Q3.
To CT WG 1.

ACTION: 
SA WG2 requests CT WG1 to provide an answer in Q4.
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