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Abstract: This contribution proposes modifications to Broadcast Group Call requirements to clarify that broadcast group creation and communication are only within the same MCX Service.
Proposal

It is proposed to modify the Broadcast Group Call requirements in TS 22.280 as follows: 

>>>>>>>>>>>>>>>>>>>>>>>> Start of Changes <<<<<<<<<<<<<<<<<<<<<

>>>>>>>>>>>>>>>>>>>>>>>> Start of First Change <<<<<<<<<<<<<<<<<<<<<
5.2
Broadcast Group

5.2.1
General Broadcast Group Communication

[R-5.2.1-001] The MCX Service shall support Broadcast Group Communications within that MCX service from authorized MCX Service Group Members as determined by the MCX Service Administrator.

[R-5.2.1-002] The MCX Service shall only allow the initiating MCX Service Group Member to transmit on a Broadcast Group Communication, unless overridden (e.g., by a supervisor).

5.2.2
Group-Broadcast Group (e.g., announcement group)

[R-5.2.2-001] The MCX Service shall provide for the creation of Group-Broadcast Groups within that MCX service with up to B1 levels of group hierarchy.

[R-5.2.2-002] The MCX Service shall be configurable to create a Group-Broadcast Group from one or more Group-Broadcast Groups within that MCX service with any other non-Broadcast Group from the same MCX Service.

[R-5.2.2-003] The MCX Service shall enable an MCX Service Administrator to create a Group-Broadcast Group.

[R-5.2.2-004] A Broadcast Group Communication transmitted on a Group-Broadcast Group shall have priority over Group Communications on its subordinate groups from the same MCX Service.

5.2.3
User-Broadcast Group (e.g., System Communication)

[R-5.2.3-001] The MCX Service shall provide for the creation of User-Broadcast Groups within that MCX service with up to B2 levels of user hierarchy.

[R-5.2.3-002] A Broadcast Group Communication transmitted on a User-Broadcast Group shall have priority over Group Communications from the same MCX Service involving users within the user hierarchy.

>>>>>>>>>>>>>>>>>>>>>>>> End of First Change <<<<<<<<<<<<<<<<<<<<<

>>>>>>>>>>>>>>>>>>>>>>> Start of Second Change <<<<<<<<<<<<<<<<<<<<
6.4.4
Membership/affiliation

[R-6.4.4-001] The MCX Service shall support automatic affiliation of the MCX UE to a Group-Broadcast Group or User-Broadcast Group within that MCX service.

[R-6.4.4-002] The MCX Service shall support an MCX User's ability to revoke his affiliation with an MCX Service Group.

>>>>>>>>>>>>>>>>>>>>>>> End of Second Change <<<<<<<<<<<<<<<<<<<<
>>>>>>>>>>>>>>>>>>>>>>> Start of Third Change <<<<<<<<<<<<<<<<<<<<
6.5
Broadcast Group

6.5.1
General Broadcast Group Communication

[R-6.5.1-001] The MCX Service shall deliver an on-Network Broadcast Group Communication within that MCX service to the members of a Broadcast Group who are on-Network, and who may be all of the MCX Service system users, or a subset thereof.

[R-6.5.1-002] The MCX Service shall support Broadcast Group Communications within that MCX service to a dynamically defined geographic area.

6.5.2
Group-Broadcast Group (e.g., announcement group)

[R-6.5.2-001] The MCX Service shall optionally support termination of all, or a subset of, subordinate group communications within that MCX service upon initiation of a Broadcast Group Communication transmitted on a Group-Broadcast Group.

6.5.3
User-Broadcast Group (e.g., System Communication)

[R-6.5.3-001] The MCX Service shall optionally support termination of all group communications within that MCX service that are not MCX Service Emergency Group Communications involving those users within the user hierarchy upon initiation of a Broadcast Group Communication transmitted on a User-Broadcast Group.

>>>>>>>>>>>>>>>>>>>>>>> End of Third Change <<<<<<<<<<<<<<<<<<<<
>>>>>>>>>>>>>>>>>>>>>>> Start of Fourth Change <<<<<<<<<<<<<<<<<<<<
6.6.3
Temporary Group-Broadcast Group

[R-6.6.3-001] The MCX Service shall enable an authorized MCX User to create a temporary Group-Broadcast Group from a multiplicity of MCX Service Groups within that MCX service.

[R-6.6.3-002] The MCX Service shall only allow the creator of the temporary Group-Broadcast Group to transmit on it.

>>>>>>>>>>>>>>>>>>>>>>> End of Fourth Change <<<<<<<<<<<<<<<<<<<<
>>>>>>>>>>>>>>>>>>>>>>> Start of Fifth Change <<<<<<<<<<<<<<<<<<<<
7.5
Broadcast Group

[R-7.5-001] The MCX Service when operating off the network shall support Broadcast Group Communications within that MCX service.

[R-7.5-002] The MCX Service shall deliver an off-Network Broadcast Group Communication to the members of a Broadcast Group within that MCX service who are within communication range, and who may be all of the MCX Service system users, or a subset thereof.

>>>>>>>>>>>>>>>>>>>>>>> End of Fifth Change <<<<<<<<<<<<<<<<<<<<
>>>>>>>>>>>>>>>>>>>>>>>> End of Changes <<<<<<<<<<<<<<<<<<<<<

