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================================First change=================================
9.3.7
Use case: Presentation of identities

9.3.7.1
Description

A FRMCS-user or the FRMCS-equipment shall be able to be identified by the functional identity (ies) to other FRMCS-users 

9.3.7.2
Pre-conditions

The FRMCS-user or the FRMCS-equipment is registered to at least one functional identity.

9.3.7.3
Service flows

During call initiation

The identities of the initiating entity (functional identity of a user, functional identity of equipment, user identity and subscriber identity) are to be passed and presented to the other FRMCS-users during  communication.

The FRMCS system passes the appropriate functional identity(ies) based on a certain context (like location, destination, time, local configuration, selection from the initiating entity, etc.).

If multiple functional identities are used by the FRMCS-user, the presentation is based on certain context (e.g. a call to a train controller shows the running number, a call to a maintenance controller shows the engine number).
If the functional identity is not available, the FRMCS-user identity is to be presented.

If the functional identity and the FRMCS-user identity are not available, the subscriber identity is to be presented.

During a call

fThe identities of the connected FRMCS-user(s) (functional identity of a user, functional identity of equipment, user identity and subscriber identity) are forwarded to the FRMCS-users participating to the call.

The FRMCS system passes the appropriate functional identity(ies) based on a certain context (like location, destination, time, local configuration, etc.).

If multiple functional identities are used by the FRMCS-user, the presentation is based on certain context (e.g. a call to a train controller shows the running number, a call to a maintenance controller shows the engine number).

If the functional identity is not available, the FRMCS-user identity is to be presented.

If the functional identity and the FRMCS-user identity are not available, the subscriber identity is to be presented.

he Tfunctional identity(ies) of the talking FRMCS-user is/are to be indicated to the listening  FRMCS-user(s).

If the functional identity is not available, the FRMCS-user identity is to be presented.

If the functional identity and the FRMCS-user identity are not available, the subscriber identity is to be presented.

9.3.7.4
Post-conditions

The FRMCS-users are informed about the FRMCS-user initiating the communication initiator.

The FRMCS-user is informed about who is participants of the call.

The FRMCS-user has at least one functional identity.

9.3.7.5
Potential requirements and gap analysis

[R-9.3.7.5-001]
During communication initiation, the identities of the initiating entity (functional identity of a user, functional identity of equipment, user identity and subscriber identity) shall be passed to the FRMCS-user(s) of the receiver(s) of the call.

[Gap Analysis:  This requirement is partly covered by MCCore, new types of identities need to be supported.

[R-9.3.7.5-002]
During a communication, the identities of the connected FRMCS-user(s) (functional identity of a user, functional identity of equipment, user identity and subscriber identity) shall be sent to the FRMCS-user(s) participants of the call.

[Gap Analysis:  This requirement is partly covered by MCCore, new types of identities need to be supported.

[R-9.3.7.5-003]
The FRMCS-user(s) shall be presented with the appropriate functional identity(ies) based on a certain context (like location, destination, time, local configuration, etc.).

[Gap Analysis:  This requirement is not covered yet by existing 3GPP requirements.]

[R-9.3.7.5-004]
If the functional identity is not available, the FRMCS System shall present the FRMCS-user identity .

[Gap Analysis:  This requirement is not covered yet by existing 3GPP requirements.]

[R-9.3.7.5-005]
If both the functional identity and the FRMCS-user identity are not available, the FRMCS system shall present the subscriber identity .

[Gap Analysis:  This requirement is not covered yet by existing 3GPP requirements.]

==================================End of changes==================================
