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Abstract: This pCR proposes a usecase of considerations on FRMCS naming authority.
---------- Use Case template ----------
13.x
Considerations on FRMCS naming authority
13.x.1
Description

The FRMCS Naming Authority (NA) is a registry service provided by FRMCS system to facilitate the handling of various namespaces, numberspaces or other information sets needed to support FRMCS services.

For example, FRMCS user identification requires a registry to manage the identification information which shall not be duplicated during its registration process. 
13.x.2
Pre-conditions

A new train driver is registered as a new user of FRMCS.

A new trainborne UE is installed in a train. 
13.x.3
Service Flows

The new train driver wants to use FRMCS system.

The train driver makes a request to register the user identification information in FRMCS with his/her finger-print as an identification method.

The FRMCS checks the duplication of the user identification under the guidance of FRMCS NA and registers the user identification information in its registry.

The train driver installs a new trainborne UE in the train.  During the installation process, the trainborne UE is registered as a new FRMCS UE in FRMCS registry under the guidance of FRMCS NA to avoid duplication of FRMCS UE address.
13.x.4
Post-conditions

The train driver is registered as a new user in FRMCS system without duplication of user identification information.

The trainborne UE is installed in the train and is registered as a new FRMCS UE in FRMCS system without duplication of UE address.
13.x.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-13.x.5-001]
	The FRMCS system shall be able to provide a guidance to avoid duplication of identity of FRMCS object. (e.g. trainborne UE address).
	A
	x
	[This requirement is not covered by 3GPP requirements.]

	[R-13.x.5-002]
	The FRMCS system shall provide checking function of duplication of identity during the registration of FRMCS object.(e.g. FRMCS user, UE)
	A
	x
	[This requirement is not covered by 3GPP requirements.]

	[R-13.x.5-003]
	The FRMCS system shall manage the registry of identity without duplication.
	A
	x
	[This requirement is not covered by 3GPP requirements.]


