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Abstract: Clarify that a UE might belong to different 3GPP private communications. 
x.y 
Use case for UE part of multiple private communications 
x.y.1
 Description

In the enterprise, some equipment may be common for usage by different departments, e.g., a server and a printer can be common to multiple departments. 
Bob needs multiple independent communications between UEs of different departments but also want some common equipment to be used by equipments of different departments.  
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Figure x.y-1: Use of a common single printer from 2 departments of the entreprise
x.y.2
Preconditions

Several UEs (mobile smartphones, computers or mobile laptops, printers…) are available in multiple departments of a company for companies’ employees.

x.y.3 
Service flows

The MNO provides 3GPP private communication for some of the company’s equipment (e.g., A, B, C) of one department, and provides another 3GPP private communication for some of the company’s other equipment (e.g., D, E, F) for another department.
Bob want a specific printer (e.g., P) to be used by equipment of both departments. 

Bob gives the unique identification of this equipment P (e.g., IMSI) to the MNO.  

The 3GPP MNO updates 3GPP LAN service to enable communication between A, B, C and P, and between D, E, F and P.

x.y.4
Post-conditions

The 3GPP private communication services between A, B, C and P are enabled. Company equipment A, B and C could use the local printer P. 

Then 3GPP private communication services between D, E, F and P are also enabled, Company equipment D, E and F could use the local printer P simultaneously. 

Equipment out of these two 3GPP LAN groups cannot use the local printer P.

The communication between A, B, C and P cannot interfere with the communication between D, E, F and P, and vice versa.

x.y.5
Potential Impacts or Interactions with Existing Services/Features
None identified.
x.y.6
[Potential] Requirements

The 5G system shall enable the MNO to assign a UE to multiple independent 3GPP private communications.
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