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********************************************************************************************
Start of 1st change

********************************************************************************************
9.7.5.3
Service flows

Automatic management of requests

The Multi User Talker Control in the FRMCS System receives a request to talk from a FRMCS-user.

The Multi User Talker Control in the FRMCS System verifies the number of FRMCS-users who already have permission to talk. 

If the number of FRMCS-users with permission to talk does not exceed the maximum number of simultaneous talkers, the Multi User Talker Control grants automatically the permission to the requester. The talker assignment time, the timeframe between the talker request and the permission to talk, is specified in SP QoS (see 12.10).
If the number of FRMCS-users with permission to talk exceeds the maximum number of simultaneous talkers, the Multi User Talker Control decides based on certain criteria, like priorities, functional identity, etc. who will keep the right to speak and who will be granted the permission to talk the Multi User Talker Control configures the system accordingly.

If the number of talker permissions are reduced and the reduction results in having more active talkers than permitted, the active talkers lose their permission to talk as soon as they stop talking (i.e. release PTT) until the new maximum allowed number of talkers is met.

The Multi User Talker Control service sends an indication to the FRMCS-users whose permission to talk has been changed due to that.

Management of requests by an entitled FRMCS-user

The Multi User Talker Control in the FRMCS System receives a request to talk from a FRMCS-user.

The Multi User Talker Control service in the FRMCS System verifies the number of FRMCS-users who already have permission to talk. 

If the number of FRMCS-users with permission to talk does not exceed the maximum number of simultaneous talkers, the Multi User Talker Control service grants automatically the permission to the requester. 

If the number of FRMCS-users with permission to talk exceeds the maximum number of simultaneous talkers, the Multi User Talker Control service alerts the entitled FRMCS-user that is monitoring the communication, who is presented with the list of simultaneous talkers and the list of pending requests and decides who will keep the right to speak and who will be granted the permission to talk by selecting and de-selecting the corresponding FRMCS-user.

The Multi User Talker Control service configures the system accordingly.

The Multi User Talker Control service sends an indication to the FRMCS-users whose permission to talk has been changed due to that.

********************************************************************************************
End of 1st change

********************************************************************************************

Start of 2nd change

********************************************************************************************
9.7.5.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-9.7.5-001]
	Multi User Talker Control shall keep track of FRMCS-users with permission to talk and FRMCS Users requesting to talk.
	A
	Not covered
	 

	[R-9.7.5-002]
	Multi User Control shall use a set of criteria provided by the communication application, like priorities, identities, etc. to manage the requests automatically.
	A
	Not covered
	 

	[R-9.7.5-003]
	Based on its functional identity a FRMCS-user shall be able to monitor the progress of the communication shall be able to select and de-select simultaneous talkers.
	A
	Not covered
	 

	[R-9.7.5-004]
	If the number of FRMCS-users with permission to talk does not exceed the maximum number of simultaneous talkers, the Multi User Talker Control service shall grant automatically the permission to additional requestors.
	A
	Not covered
	 

	[R-9.7.5-005]
	If the number of FRMCS-users with permission to talk exceeds the maximum number of simultaneous talkers:

Option1: the Multi User Talker Control shall decide based on certain criteria, like priorities, functional identity, etc. who will keep the right to talk and who will be granted the permission to talk. Affected FRMCS-users shall be informed of their changed permission to talk.
	A
	Not covered
	 

	[R-9.7.5-006]
	If the number of FRMCS-users with permission to talk exceeds the maximum number of simultaneous talkers:

Option1: the Multi User Talker Control service shall present an entitled FRMCS-user is monitoring the communication, with the list of simultaneous talkers and the list of pending requests to decides who will keep the right to speak, who will be granted the permission to talk. Affected FRMCS-users shall be informed of their changed permission to talk.
	A
	Not covered
	 

	[R-9.7.5-007]
	FRMCS system shall support talker assignment time as specified in the QoS chapter 12.10.
	
	
	


********************************************************************************************
End of changes
