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******************************************First Insertion*******************************************

12.XX
Use Case: Interworking to external networks
12.XX.1
Introduction

This section describes the general interworking between FRMCS System, based on 3GPP transport and external communication/data networks.
12.XX.2
Use case: FRMCS System external network interworking
12.XX.2.1
Description

Apart from the communication facilities within one FRMCS network, FRMCS User(s) require as well communication facilities to and from other external networks. Thus an FRMCS System has to provide various communication facilities between FRMCS User(s) and external network user(s).

The term “user” is hereby meant as either an individual or an application. 

The necessary interworking to external networks is able to provide incoming and outgoing voice- and data bearer services.

The following are considered as external networks:

•
Public Switched Telephone Network (PSTN)

•
Private Telephone Network

•
Private Mobile Radio (PMR) 

•
Public Land Mobile network (PLMN)

•
Other GSM-R networks

•
Other FRMCS networks

•
Other Wireless Access

•
Other packet data networks, e.g. Internet.

12.XX.2.2
Pre-conditions 

The FRMCS User is attached to the FRMCS System.

The external network user is attached to the external network.

Authentication and authorization of the FRMCS User(s) and communications initiated by the FRMCS Users are managed within the FRMCS System.

The required Quality of Service is managed by the FRMCS System.
12.XX.2.3
Service flows

Case 1 (Communication is to be established from FRMCS system towards an external network)
An entitled FRMCS User enters a destination address for establishment of a communication session. The destination address can be of the following formats:

· E.164 address

· Uniform Resource Identifier (URI) (e.g. SIP address, URL, e-mail address…) 

· EIRENE functional number

· FRMCS Functional Identity

· FRMCS User Identity

· FRMCS subscriber identity

Based on the destination address, the FRMCS System performs the following:

· Detects the correct bearer type including characteristics

· Translates the destination address to a routable format

· Analyses if the destination is external to FRMCS System

· Selects an available interconnection for the bearer type. (Interconnection selection can be either a direct or indirect connection, e.g. gateway)

· Attempts to setup the communication session

Case2 (Communication is to be established from an external network towards FRMCS system)

An external network user tries to establish a communication session towards an FRMCS User. The destination address can be of the following formats, depending of the capabilities of the external network:

· E.164 address

· Uniform Resource Identifier (URI) (e g SIP address, URL, e-mail address…) 

· FRMCS Functional Identity (other FRMCS networks)

· FRMCS User Identity (other FRMCS networks)

· FRMCS subscriber identity (other FRMCS networks)

Based on the destination address, the FRMCS System does the following:

· Locates user(s) within the FRMCS System to detect possible roaming case

· Translates the destination address into a routable format

· Detects the correct bearer characteristics

· Establishes the communication session.

12.XX.2.4
Post-conditions

Case1

An FRMCS User is able to establish voice and/or data communication with intended user(s) in an external network.

Case2

An external network user is able to establish voice and/or data communication with intended user(s) managed by the FRMCS System.

12.XX.2.5
Potential requirements and gap analysis

	Reference Number
	Requirement text
	Application / Transport
	SA1 spec covering
	Comments

	[R-12.XX.2-001]
	The FRMCS System shall provide interconnection(s) for telephony services to/from external networks.
	T
	
	[Needs analysis]

	[R-12.XX.2-002]
	The FRMCS System shall provide Packet switched (PS) interconnection(s) to/from external networks.
	T
	
	[Needs analysis]

	[R-12.XX.2-003]
	The FRMCS System shall provide the necessary signalling and voice codec adaptation in the context of interworking with external networks.
	T
	
	[Needs analysis]

	[R-12.XX.2-004]
	The FRMCS System shall provide interworking for supplementary services related to the external network.
	A
	
	[Needs analysis]

	[R-12.XX.2-005]
	The FRMCS System shall provide interworking communication with external networks in a secured way.
	A/T
	
	[Needs analysis]

	[R-12.XX.2-006]
	The FRMCS System shall provide interworking communication with external networks with the required Quality of Service.
	T
	
	[Needs analysis]

	[R-12.XX.2-007]
	The FRMCS System shall be able to select interconnection based on multiple interconnections of the same type.
	A/T
	
	[Needs analysis]

	[R-12.XX.2-008]
	The FRMCS System shall select the bearer characteristics based on exchanged signalling information.
	T
	
	[Needs analysis]

	[R-12.XX.2-009]
	The FRMCS System shall select the appropriate interconnection type, e.g. CS or PS based on the destination address of the target user.
	T
	
	[Needs analysis]
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