3GPP TSG-SA2 Meeting #100






S2-134245
San Francisco, USA 11-15 November 2013
Title:
[DRAFT]
 LS on UE requirements for PSAP callback
Response to:
LS C1-132674 / S2-133148: ”LS on UE Requirements for PSAP callback”
Release:
Rel-12
Work Item:
TEI12
Source:
SA2
To:
CT WG1
Cc:


Contact Person:


Name:
Jari Mutikainen
E-mail Address:
jari (dot) mutikainen (at) nokia (dot) com
Attachments:
None
1. Overall Description:

SA2 thanks CT1 for their LS on “UE requirements for PSAP callback”, where CT1 seeks for guidance from SA2 on the need and possible use of the PSAP call back indicator in the UE. 
SA2 would like to inform that the requirement for the UE to be able to detect the PSAP call back indicator in the incoming session has been removed from TS 23.167 version 11.8.0. This was done as part of the alignment with Rel-11 Stage 3 specifications when the “IMS Emergency PSAP call back” Work Item was postponed to Rel-12. Note that SA2 does not have a corresponding Work Item for the “IMS Emergency PSAP call back” for Rel-12. 

SA2 kindly asks CT1 to conclude the work for the “IMS Emergency PSAP call back” and inform SA2 for possible alignment needs with Stage 2 specifications.

In addition, SA2 would like to inform CT1 that it has not found any need for the UE to be able to detect the PSAP call back indicator in the incoming session. 

2. Actions:

To CT1 group.

ACTION: 
SA2 kindly asks CT1 to take the above into account in their work for “IMS Emergency PSAP call back” for Rel-12.
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2#101
20 - 24 Jan 2014     Taipei   Taiwan
TSG-SA WG2#102
24 - 28 March 2014  Malta 
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