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1. Overall Description:

SA2 thanks CT1 for their LS on “UE requirements for PSAP callback”, where CT1 seeks for guidance from SA2 on the need and possible use of the PSAP call back indicator in the UE. 
SA2 would like to inform that the requirements for special handling of PSAP call back have been removed from TS 23.167 version 11.8.0 as a result of the LS from CT – in S2-130747 “Shifting of WI IMS Emergency PSAP Callback stage 3 to Rel-12.
 
The Rel-12 version of TS 23.167 has not been created yet but the intention is to roll the existing requirements forward as done since Rel-8 with the exception of the requirement for the UE to detect the call back indicator..


In consideration of the CT1/SA1 LS correspondence (C1-125000/S1-133284) on PSAP callback handling interactions with supplementary service, and TS 23.167 has no architectural requirements specified for the interactions, the need for PSAP callback indicator to be sent to the UE can be a Stage 3 decision.  Please consider the interactions with PSAP callback for private networks as well where the PBX is considered a UE.

2. Actions:

To CT1 group.

ACTION: 
SA2 kindly asks CT1 to take the above into account in their work for “IMS Emergency PSAP call back” for Rel-12.
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2#101
20 - 24 Jan 2014     Taipei   Taiwan
TSG-SA WG2#102
24 - 28 March 2014  Malta 
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