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Abstract of the contribution: Per the conclusion of the GCSE study, this paper adds the priority and pre-emption issue into the TS23.468.
1. General
Add the priority and pre-emption issue into the section 5.5. 
* * * * Start of 1st Change * * * *
5.4
Priority and Pre-emption for Group Communication
The priority level defined at the application layer is for priority and pre-emption purposes. The GCS AS provides the priority information to the PCRF and BM-SC. It is mapped by the PCRF and the BM-SC to the ARP parameter under the consideration of the respective EPS network.
In the case of Unicast Delivery, if the priority of a particular application Group Communication session changes, the GCS AS triggers an EPS bearer update via the Rx interface.
In the case of MBMS Delivery, if the priority of an MBMS bearer needs to be changed, based upon a GCS AS decision to change the priority level, the GCS AS performs either:

-
The Modify MBMS Bearer procedure in section 5.1.2.4. Or

-
A new Activate MBMS Bearer procedure and a Deactivate MBMS Bearer procedure replacing the old MBMS bearer service with a new one. 

In certain network conditions such as congestion, the bearer used for group communication service may be pre-empted.

-
In the case of Unicast Delivery, the GCS AS is notified by the PCRF of unicast bearer release. 

-
In the case of MBMS Delivery, the related MBMS bearer may be 'suspended' by E-UTRAN, i.e. packets are dropped at the eNB without any message sent from eNB to BM-SC. The UE can detect that MBMS delivery is no longer available when the related TMGI is removed from MCCH. The UE shall treat this scenario in the manner as defined in section 5.3.3.3. 
* * * * End of Changes * * * *
3GPP

SA WG2 TD


