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1. Overall Description:

RAN2 discussed the details of Core Network assisted eNodeB parameters tuning and concluded the following:
· Regarding CN Assistance Information, RAN2 first of all agreed that the provision of Mobile/Stationary information (subscription based) from the CN to the RAN is not supported.

RAN2 agreed that information on the traffic patterns (e.g. CDF of packet inter-arrival times, details for RAN3) could be provided from the CN to the RAN, if it is reliable and if it actually represents the expected UE activity pattern. The information shall cover all bearers of the UE and not just selected or individual bearers and activity generated by NAS signalling interactions shall be taken into account as well when computing the expected UE inactivity periods. Unreliable information shall not be provided as it may increase rather than decrease the CN signalling load.
In RAN2 understanding, UE inactivity periods information could be collected in the CN based on statistical data or derived from subscription information, however this is clearly left to SA2/CT groups discussion. 
RAN2 would also like to note that the possibility to provide assistance information about the UE inactivity periods was discussed in general, i.e. not only for E-UTRAN but also for UTRAN. 
· Regarding RAN generated assistance Information (i.e. uploaded from the RAN node to the CN when the UE connection is released), RAN2 discussed some of the alternatives but could not agree on the need of any of them. Further work on the matter is not expected in RAN2 in Rel-12 due to lack of time.
2. Actions: 
To SA2: 

RAN2 kindly asks SA2 to take the above information into account in their discussions and when updating their specifications and, only if they conclude that the information about the UE inactivity periods can be derived in a reliable way, invite RAN3 to define the corresponding signalling and indicate whether this should be done only for E-UTRAN or for UTRAN as well. 
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