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********************************BEGIN OF CHANGE******************************
5.x
Information Storage

This clause describes the context information that is stored in different nodes for MBMS Delivery service.
5.x.1
MBMS Delivery Information in BM-SC
Table 5.x.1-1 includes information that needs to be stored at BM-SC for MBMS Delivery service.
Table 5.x.1-1: MBMS Delivery information

	Field
	Description

	GCS AS Identifier
	It is used to identify the GCS AS.

	Number of TMGIs
	To indicate how many TMGIs are allocated to the GCS AS.

	For each TMGI:

	MBMS resource Flag
	This flag is used to indicate whether MBMS resource has been allocated to the TMGI.

	TMGI
	It is assigned by BM-SC, and used to identify the MBMS bearer already established or to be established.

	FlowID
	It is assigned by BM-SC, and used to identify a specific data content flow within a MBMS bearer service identified by a TMGI. 

	Start Time
	It is used to indicate the expected start time of the MBMS data delivery.

	Expiration time
	It is used to indicate the expected expiration time of the MBMS data delivery.

	MBMS broadcast area
	To indicate the scope of the service area within which the MBMS data is broadcasted.

	QoS
	To indicate the QoS of MBMS bearer, including bandwidth, ARP, QCI, etc.


NOTE 1:
The ARP is mapped by BM-SC from the priority provided by GCS AS.
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