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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Application ID: A globally unique identifier identifying a specific application.

Application Layer User ID: An identity identifying a user within the context of a specific application (e.g. alice@social.net). The format of this identifier is outside the scope of 3GPP.

Destination Layer-2 ID: A link-layer identity that identifies a device or a group of devices that are recipients of ProSe communication frames.
Discovery Filter: A container of ProSe Application Masks and/or ProSe Application Codes and Time To Live value(s). These are used by the monitoring UE to match ProSe Application Codes that are received on the PC5 interface for Direct Discovery.
EPC ProSe User ID: An identifier for EPC-level ProSe Discovery and EPC support for WLAN direct communication that uniquely identifies a UE registered for ProSe. This identifier can be occasionally reassigned by the ProSe Function.

EPC-level ProSe Discovery: A ProSe Discovery procedure by which the EPC determines the proximity of two ProSe-enabled UEs and informs them of their proximity.
Local PLMN: A PLMN which is not the serving PLMN of the monitoring UE, and in whose radio resources the monitoring UE is authorized by the HPLMN to engage in ProSe Direct Discovery.

Model A: involves one UE announcing "I am here"

Model B: involves one UE asking "who is there" and/or "are you there"

ProSe Application ID: The ProSe Application ID is an identity used for ProSe Direct Discovery, identifying application related information for the ProSe-enabled UE. Each ProSe Application ID could be globally unique, e.g. in case of open Direct Discovery.
ProSe Application Code: The ProSe Application Code is associated with the ProSe Application ID and contained in the discovery message. 
ProSe Application Mask:The ProSe Application Mask is provided by the ProSe Function in order to allow the monitoring UE to perform partial matching of ProSe Application Codes on the PC5 interface. 
ProSe Direct Communication: A communication between two or more UEs in proximity that are ProSe-enabled, by means of user plane transmission using E-UTRA technology via a path not traversing any network node.

ProSe Direct Discovery: A procedure employed by a ProSe-enabled UE to discover other ProSe-enabled UEs in its vicinity by using only the capabilities of the two UEs with E-UTRA technology.

ProSe Discovery: A process that identifies that a UE that is ProSe-enabled is in proximity of another, using E-UTRA (with or without E-UTRAN) or EPC.

ProSe Function ID: An FQDN that identifies a ProSe Function.

ProSe Layer-2 Group ID: A pre-configured layer-2 group identifier that may be used to address a set of users at the 3GPP lower layers. It is typically associated with a ProSe Application ID.

ProSe-enabled non-Public Safety UE: A UE that supports ProSe procedures but not capabilities specific to Public Safety.

ProSe-enabled Public Safety UE: A UE that the HPLMN has configured to be authorized for Public Safety use, and which is ProSe-enabled and supports ProSe procedures and capabilities specific to Public Safety. The UE may, but need not, have a USIM with one of the special access classes {12, 13, 14}.

ProSe-enabled UE: A UE that supports ProSe requirements and associated procedures. Unless explicitly stated otherwise, a Prose-enabled UE refers both to a non-Public Safety UE and a Public Safety UE.

ProSe UE-to-Network Relay: A UE that provides functionality to support connectivity to "unicast" services for Remote UE(s).

Remote UE: A ProSe-enabled Public Safety UE, that is not served by E-UTRAN, and that communicates with a PDN via a ProSe UE-to-Network Relay.
Source Layer-2 ID: A link-layer identity that identifies a device that originates ProSe communication frames.

WLAN Link Layer ID: A link layer identity used for WLAN direct discovery and/or WLAN direct communication. Depending on the WLAN technology it can be temporary (e.g. temporary MAC address) or permanent (e.g. permanent MAC address). The format of this identifier depends on the WLAN technology and is outside of 3GPP scope.
For the purposes of the present document, the following terms and definitions given in 3GPP TS 22.278 [25] apply:
Open ProSe Discovery
>>>Next Change<<<

4.4
Functional Entities

4.4.1
ProSe Function

4.4.1.1
General

The ProSe Function is the logical function that is used for network related actions required for ProSe. The ProSe Function plays different roles for each of the features of ProSe. In this version of the specification it is assumed that there is only one logical ProSe Function in each PLMN that supports Proximity Services.

NOTE:
If multiple ProSe Functions are deployed within the same PLMN (e.g., for load reasons), then the method to locate the ProSe Function that has allocated a specific ProSe Application Code (e.g. through a database lookup, etc.) is not defined in this version of the specification.
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Figure 4.4.1-1: UE to ProSe Function Interfaces for each sub-function
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Figure 4.4.1-2: ProSe Function Interfaces to other network elements and PLMNs

The ProSe Function consists of three main sub-functions that perform different roles depending on the ProSe feature:

-
Direct Provisioning Function (DPF) is used to provision the UE with necessary parameters in order use ProSe Direct Discovery and Prose Direct Communication. It is used to provision the UEs with PLMN specific parameters that allow the UE to use ProSe in this specific PLMN. For direct communication used for Public Safety DPF is also used to provision the UE with parameters that are needed when the UE is not served by E-UTRAN.

-
Direct Discovery Name Management Function is used for open Prose Direct Discovery to allocate and process the mapping of ProSe Applications IDs and ProSe Application Codes used in ProSe Direct Discovery. It uses ProSe related subscriber data stored in HSS for authorisation for each discovery request. It also provides the UE with the necessary security material in order to protect discovery messages transmitted over the air.

-
EPC-level Discovery ProSe Function has a reference point towards the Application Server (PC2), towards the HSS (PC4a) and the UE (PC3). The functionality includes the following:

-
Storage of ProSe-related subscriber data and/or retrieval of ProSe-related subscriber data from the HSS;

-
Authorization and configuration of the UE for EPC-level ProSe Discovery and EPC-assisted WLAN direct discovery and communication;

-
Storage of a list of applications that are authorized to use EPC-level ProSe Discovery and EPC-assisted WLAN direct discovery and communication;
-
Acting as location services client (SLP agent) to enable EPC-level ProSe Discovery;

-
Providing the UE with information to assist WLAN direct discovery and communications;

-
Handling of EPC ProSe Subscriber IDs and Application Layer User IDs;

-
Security related functionality;

-
Interaction with UE over PC3 reference point;

-
Interaction with 3rd party Application Servers over PC2 reference point;

-
Interaction with ProSe Functions in other PLMNs over PC6 reference point;

-
Optional support for functionality for requesting UE location via the HSS;

-
Provide functionality for charging (via or outside of EPC e.g. offline charging).

The ProSe Function provides the necessary charging functionality for usage of ProSe (both ProSe via the EPC and for ProSe Direct Discovery and ProSe Direct Communication).

4.4.1.2
ProSe Function Discovery

The ProSe Functions of HPLMN, VPLMN or Local PLMNs are discovered through interaction with the Domain Name Service function. The FQDN of a ProSe Function in the Home PLMN may either be pre-configured on the UE or provisioned by the network or self-constructed by the UE, e.g. derived from PLMN ID of the HPLMN. The IP address of a ProSe Function in the Home PLMN may also be provisioned to the UE.

The UE shall be able to contact a ProSe Function of VPLMN or other Local PLMNs.

>>>Next Change<<<

4.5.1
Provisioning for ProSe Direct Discovery and ProSe Direct Communication

4.5.1.1
Authorization and provisioning for ProSe
4.5.1.1.1
General

The basic principles of service authorization for ProSe Direct Discovery and ProSe Direct Communication are as follows:

-
the UE gets authorization from the HPLMN to use ProSe Direct Discovery on a per PLMN basis. The authorisation policy may:

-
authorise the UE from a HPLMN to use ProSe Direct Discovery in that Local PLMN or serving PLMN without the need to contact the Local PLMN or serving PLMN first;

-
conditionally authorise the UE by requiring it to also receive authorisation from the ProSe Functions of the Local PLMN or serving PLMN; or

-
prohibit the UE from using ProSe Direct Discovery in that Local PLMN or serving PLMN. The ProSe Functions, in the Local PLMNs are called local ProSe Functions.

NOTE:
The UE does not need to be registered in the Local PLMN to get authorization (if required) from the local ProSe Function since authorisation is performed "over IP".

-
If the UE is required to get authorisation from a local ProSe Function, it accesses that local ProSe Function to get PLMN specific Authorisation Information. These ProSe Functions include the one of the registered PLMN as well as those of other Local PLMNs.

-
When the local ProSe Function is not in the HPLMN, the local ProSe Function always contacts the ProSe Function in HPLMN to check authorization and the local ProSe function consolidates the authorization information. Final authorization always comes from the local ProSe Function.

The authorization can be revoked at any point by either the local ProSe Function or the ProSe Function in HPLMN.

OMA DM is used as the protocol to authorise and provision the UE. Authorisation and provisioning is performed via the PC3 reference point.

>>>Next Change<<<

4.6.4
Identifiers for ProSe Direct Discovery

4.6.4.1
ProSe Application ID


For Open ProSe Discovery, (as described in 3GPP TS 22.278 [25]) the ProSe Application ID is called the Public ProSe Application ID.  The geographic scope of the Public ProSe Application ID may be PLMN-specific,country specific or global.
Each Public ProSe Application ID is composed of the following parts:

a. The ProSe Application ID Name is described in its entirety by a data structure characterized by different levels e.g., broad-level business category (Level 0) / business sub-category (Level 1) / business name (Level 2) / shop ID (Level 3). For the purpose of presentation, a ProSe Application ID Name is usually displayed as a string of labels in which the labels represent hierarchical levels.
b. The ProSe Application ID Operator Identifier that corresponds to the PLMN that assigned the ProSe Application ID Name.

NOTE:
If the Public ProSe Application ID is country specific then the Mobile Network Code (MNC) of the ProSe Application ID Operator Identifier is wild carded. If global, both the MCC and MNC are wild carded.

4.6.4.2
ProSe Application Code

For the announcing UE, the ProSe Application Code is obtained from the HPLMN ProSe Function using the Announce Request procedure (see clauses 5.3.3.1 and 5.3.3.2). The ProSe Application Code is contained in the message that is actually transmitted over the radio interface (on PC5) by a UE engaged in the ProSe Direct Discovery procedure (see clause 5.3) to "monitoring" UEs.

For the "monitoring" UE, a ProSe Application Code(s) to monitor over the radio interface (on PC5) are obtained by the HPLMN ProSe Function using the Monitor Request procedure (see clauses 5.3.3.3 and 5.3.3.4).

Each ProSe Application Code is composed of the following parts:

a.
A temporary identity that corresponds to the ProSe Application ID Name. Given the data structure associated with the Public ProSe Application ID, each ProSe Application ID associated with a different temporary identity that contains as many identifiers as there are levels in the corresponding ProSe Application ID Name: this allows partial matching at the monitoring UE side using a Discovery Filter, making more effective and flexible the filtering of the received temporary identity in a monitoring UE. See clause 4.6.4.2a.
b.
The PLMN ID of the ProSe Function that assigned the ProSe Application Code, i.e. Mobile Country Code (MCC) and Mobile Network Code (MNC).

NOTE 1:
In this version of the specification the ProSe Application Code is always assigned by a HPLMN ProSe Function.

ProSe Application Code matching considers all components listed above. In ProSe Application Code matching, the "monitoring" UE shall consider it a full match, if both PLMN ID and temporary identity match with the corresponding contents of the Discovery Filter. A partial match is obtained if the PLMN ID matches fully and the temporary identity matches partially with the corresponding contents of the Discovery Filter.

A ProSe Application Code is allocated per "announcing" UE and per application and has an associated validity timer that runs both in the ProSe Function and in the UE.

The ProSe Function may decide at any time to replace a previously allocated ProSe Application Code by providing the UE with a new ProSe Application Code in which the temporary (UE specific) identity is changed. Replacing a ProSe Application Code resets the corresponding validity timer both in the ProSe Function and in the UE.

In case of Open ProSe Discovery:

-
when the "announcing" UE wants to announce something, it shall send a Discovery Request containing the Public ProSe Application ID to the ProSe Function, and the ProSe Function assigns a ProSe Application Code.

-
when the "monitoring" UE wants to monitor something, it shall send a discovery request containing the full or a subset of the Public ProSe Application ID, e.g. it may provide 2 out of the n levels of the full Public ProSe Application ID.

NOTE 2:
The ProSe Application ID Name data structure is not expected to change often.

4.6.4.3
Identifiers for ProSe UE-to-Network Relay discovery and selection

The following information may be used for ProSe UE-to-Network Relay discovery and selection:

-
Message type identifier (e.g. identifying Model A or Model B discovery)

-
ProSe Relay (UE) ID: link layer identifier that is used for direct communication and is associated with a PDN connection the ProSe UE-to-Network Relay has established.

-
PLMN ID: this identifies the PLMN to which radio frequencies used on the link to the Remote UE belong. If these radio frequencies are shared between multiple PLMNs, or not allocated to any PLMN, then the choice of PLMN ID is configured by the HPLMN.

-
ProSe Application Relay Code: parameter identifying connectivity the ProSe UE-to-Network Relay provides. (e.g. including APN information).

-
Whether the UE can act as a relay.

-
Status/maintenance flags (e.g. indicating whether the relay is temporarily without connectivity or battery running low so the Remote UEs can seek/reselect another Relay).

Editor's note:
It is FFS if additional parameters are needed in order to protect the discovery message (e.g. restricted discovery).

>>>Next Change<<<
5.2
Service authorisation for ProSe Direct Discovery and ProSe Direct Communication
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Figure 5.2-1: Service authorisation for ProSe Direct Discovery or ProSe Direct Communication or both

The UE gets the service authorisation for ProSe Direct Discovery or ProSe Direct Communication or both, with a given validity time, from the ProSe Functions of HPLMN and optionally from VPLMN. Optionally, the UE gets additional service authorisation for ProSe Direct Discovery (as a "monitoring" UE only) from Local PLMNs.
The service authorisation procedure is executed:

-
before starting the setup of ProSe Direct Discovery or ProSe Direct Communication, or

-
when the UE already engaged in a ProSe Direct Discovery or ProSe Direct Communication changes its registered PLMN, or

-
when the service authorisation is no longer valid.

The authorisation is happening using "over IP" mechanisms and only IP connectivity is required to allow the UE to access this ProSe Function.

In this signalling flow the following steps are performed:

Step 0:
HPLMN configures UE with PLMN list that support direct services.

Step1~3:
If the UE is conditionally authorised for Direct Discovery or Direct Communication or both for some VPLMN or for Direct Discovery (as a "monitoring UE" only) for some Local PLMN, the UE contacts the ProSe Functions in Local PLMN and VPLMN (as applicable) to receive authorization info applicable to this PLMN. The address of the ProSe Function in Local PLMN or VPLMN can either be provided from HPLMN or self-constructed by the UE e.g. derived from PLMN ID of the Local PLMN (see clause 4.4.1.2).

Step 4:
The  ProSe Function in Local PLMN or VPLMN obtains authorization info from HPLMN and merges with own policy.

Step 5:
The ProSe Function in Local PLMN or VPLMN provides authorisation info to UE. This authorisation info applies to this PLMN. The UE stores the authorisation information obtained from this ProSe Function in a secure way. If needed at any point the authorization can be revoked by the ProSe Function in Local PLMN or VPLMN or Prose Function in the HPLMN e.g. by sending an OMA DM push message.

>>>Next Change<<<

5.3.2
Overall procedure for ProSe Direct Discovery (Model A)
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Figure 5.3.2-1: Overall procedure for ProSe Direct Discovery

1.
Service authorisation for ProSe direct services is performed for ProSe Direct Discovery as defined in clauses 5.2, and 4.5.1.

If the UE is authorised to announce:

2a.
When the UE is triggered to announce then it sends a discovery request for announcing to the ProSe Function in HPLMN as defined in clauses 5.3.3.2 and 5.3.3.3.

3a.
If the request is successful and is provided with ProSe Application Code then it starts announcing on PC5 interface.

NOTE 1:
More details on the Access Stratum protocol of this step are provided in RAN specifications.

If the UE is authorised to monitor:

2b.
When the UE is triggered to monitor, it sends a discovery request for monitoring to the ProSe Function as defined in clauses 5.3.3.4 and 5.3.3.5.

3b.
If the request is successful and the UE is provided with a Discovery Filter consisting of ProSe Application Code(s) and/or ProSe Application Mask(s) it starts monitoring for these ProSe Application Codes on the PC5 interface.

NOTE 2:
More details on the Access Stratum protocol of this step are provided in RAN specifications.

4b.
When the UE detects that one or more ProSe Application Code(s) that match the filter (see sub-clause 4.6.4.2), it reports the ProSe Application Code(s) to the ProSe Function as defined in clause 5.3.4.

Non roaming direct discovery procedures cover the case where both the "announcing UE" and "monitoring UE" are served by their respective HPLMN. Roaming direct discovery procedures cover the other cases.

>>>Next Change<<<

5.3.1.1
Overview

ProSe Direct Discovery is defined as the process that detects and identifies another UE in proximity using E-UTRA direct radio signals.

There are two types of ProSe Direct Discovery: open and restricted. Open is the case where there is no explicit permission that is needed from the UE being discovered, whereas restricted discovery only takes place with explicit permission from the UE that is being discovered.

ProSe Direct Discovery can be a standalone service enabler that could for example use information from the discovered UE for certain applications in the UE that are permitted to use this information e.g. "find a taxi nearby", "find me a coffee shop". Additionally depending on the information obtained ProSe Direct Discovery can be used for subsequent actions e.g. to initiate ProSe Direct Communication.

The UE can act as "announcing UE" only in the band designated by the serving PLMN but may act as a "monitoring" UE also in the resources of the serving PLMN and Local PLMNs.
ProSe-enabled non-Public Safety UEs which have obtained authorization to participate in ProSe Direct Discovery procedures shall not continue in participating in ProSe Direct Discovery procedures as soon as they detect loss of E-UTRA coverage in the serving PLMN.

>>>Next Change<<<

5.3.3.4
Monitor request (non-roaming)
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Figure 5.3.3.4-1: Monitor request procedure (non-roaming)

0.
The UE is configured with the data structure of the ProSe Application IDs corresponding to PLMNs the UE is authorised to monitor. This step is performed using mechanisms that are out of scope of 3GPP.

1.
If the UE is authorised to monitor in at least one PLMN and is interested to monitor certain ProSe Application ID(s), it shall establish a secure connection with ProSe Function in the HPLMN to which it shall then send a Discovery Request (ProSe Application ID(s), UE Identity, monitor command, application identity) message for monitoring. The ProSe Application ID(s) indicate what the UE is interested to monitor and they consist a subset of the data structure of the PLMN. The UE Identity identifies the UE subscription and can be the e.g. IMSI or MSISDN. The application identity represents a unique identifier of the application that has triggered the transmission of the Discovery Request message. This request is always sent to the ProSe Function in HPLMN.

NOTE 1:
The application identity uniquely identifies the application itself. All common mobile operating systems have namespaces that identify the applications within this operating system.

2.
If there is no associated UE context, the ProSe Function shall check with HSS the authorisation for discovery and create a new context for this UE that contains the subscription parameters for this UE for the duration the Discovery Filters will be valid. The authorisation information also contains the PLMNs that this UE is allowed to perform discovery. If the UE does not issue a new monitor request within the duration the Discovery Filters are valid the ProSe Function shall remove the UE context.

If the Discovery Request is authorised, and the ProSe Application ID sent by the UE in step 1 indicates another Local PLMN then steps 3-6 are executed, otherwise (i.e. the ProSe Application ID indicates HPLMN) only steps 5-6 are executed:

3.
The ProSe Function in HPLMN shall contact other Local PLMNs in order to resolve the ProSe Application ID Name(s) to ProSe Application Code(s) and/or ProSe Application Mask(s) that corresponds to this ProSe Application ID Name. The request shall also include the UE identity information e.g. IMSI or MSISDN in order to allow the ProSe Function in Local PLMN to perform charging.

4.
If the ProSe Function of the Local PLMN stores valid ProSe Application Code(s) corresponding to the requested ProSe Application ID Name(s), then the ProSe Function of the Local PLMN returns the related ProSe Application Code(s) and/or ProSe Application Mask(s) and the corresponding TTL for each.


5.
The ProSe Function in the HPLMN shall respond with a Discovery Response (Discovery Filter(s), Filter ID) message. The TTL(s) in the Discovery Filter(s) indicates for how long the Discovery Filter(s) is going to be valid.

NOTE 2:
The UE can randomize the request for assignment of new Discovery Filter in order to guard against a peak of Discovery Requests when the TTL expires.

6.
The UE may start monitoring using the Discovery Filter(s) in the radio resources that are authorized and configured by the PLMN(s) to be used for ProSe as defined in RAN specifications.

>>>Next Change<<<

5.3.3.5
Monitor request (roaming)
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Figure 5.3.3.5-1: Monitor request procedure (roaming)

0.
The UE is configured with the data structure of the ProSe Application IDs corresponding to PLMNs the UE is authorised to monitor. This step is performed using mechanisms out of scope of 3GPP.

1.
If the UE is authorised to monitor in at least one PLMN and is interested to monitor certain ProSe Application ID(s), it shall establish a secure connection with the ProSe Function in HPLMN and it shall send a Discovery Request (ProSe Application ID(s), UE Identity, monitor command, application identity) message for monitoring. The ProSe Application ID(s) indicate what the UE is interested to monitor and they consist of a subset of the data structure of the PLMN. The UE Identity identifies the UE subscription and can be the e.g. IMSI or MSISDN. The application identity represents a unique identifier of the application that has triggered the transmission of the Discovery Request message. This request is always sent to the ProSe Function in HPLMN.

NOTE 1:
The application identity uniquely identifies the application itself. All common mobile operating systems have namespaces that identify the applications within this operating system.

2.
If there is no associated UE context, the ProSe Function shall check with HSS the authorisation for discovery and, if necessary, create a new context for this UE that contains the subscription parameters for this UE for the duration the Discovery Filters will be valid. The authorisation information also contains the PLMNs that this UE is allowed to perform discovery. The HSS provides also the VPLMN ID where the UE is registered. If the UE does not issue a new monitor request within the duration the Discovery Filters are valid the ProSe Function shall remove the UE context.

If the Discovery Request is authorised, and the ProSe Application ID sent by the UE in step 1 indicates another PLMN and not the HPLMN, then steps 3-6 are executed, otherwise (i.e. the ProSe Application ID indicates HPLMN) only steps 5-6 are executed:

3.
The ProSe Function in HPLMN shall contact other PLMNs that are indicated by the ProSe Application ID(s) sent by the UE, in order to resolve the corresponding ProSe Application ID Name(s) to ProSe Application Code(s) and/or ProSe Application Mask(s). The request shall also include the UE identity information e.g. IMSI or MSISDN in order to allow the ProSe Function in Local PLMN to perform charging.

4.
If the ProSe Function of the other PLMN stores valid ProSe Application Code(s) corresponding to the requested ProSe Application ID Name(s), then the ProSe Function of the Local PLMN returns the related ProSe Application Code(s) and/or ProSe Application Mask(s) and the corresponding TTL for each. It also includes the PLMN ID of the PLMN that the "announcing UE" is registered (if roaming).


5.
The ProSe Function in the HPLMN responds with a Discovery Response (Discovery Filter(s), Filter ID) message. . The TTL(s) in the Discovery Filter(s) indicate for how long the Discovery Filter(s) are going to be valid.

NOTE 2:
The UE can randomize the request for assignment of new Discovery Filter in order to guard against a peak of Discovery Requests when the TTL expires.

6.
The UE may start monitoring using the Discovery Filter(s) in the radio resources that are authorized and configured by the PLMN(s) to be used for ProSe as defined in RAN specifications.

>>>End of Changes<<<
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