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1. Overall Description:
During the SA2 discussion on the applicability and system level aspects of the RAN2 solutions for traffic steering to/from WLAN with no ANDSF, SA2 has identified some scenarios in which the UE may not be able to obtain any RAN assistance information. Two such scenarios are:

· When a UE, whose voice setting indicate that the UE has to obtain voice services, offloads all the PDN connections to WLAN and reselects to GERAN to obtain voice services

· When a UE offloads all the PDN connections to WLAN and detached from E-UTRAN without reselecting to UTRAN
In such scenarios, the RAN traffic steering solution to move traffic back to a 3GPP access does not seem applicable and this does not allow an operator to control how the UE steers traffic back to a 3GPP access.

It is SA2 understanding that RAN2 has not focused on scenarios where no RAN assistance information is available to the UE. It is SA2 understanding that so far RAN2 has worked under the assumption that UE does not detach from E-UTRAN. However, such scenarios are realistic as a result of the use of RAN2 solutions for traffic steering to WLAN and need to be addressed. 
SA2 has briefly discussed solutions where default sets of RAN thresholds are provided to the devices or the device stores the last received set of information, and solutions where the device can at least read the content of the SIB RAN assistance information when not connected to a 3GPP access. SA2 has concluded that the definition of a solution is in the scope of RAN2. 
Question 1: has RAN2 considered scenarios in which, due to the RAN traffic steering solution to WLAN, the UE does not have access to RAN assistance information?
Question 2: has RAN2 considered solutions in which, when no RAN assistance information is available to the UE, the UE has alternative ways to use the RAN traffic steering solution to WLAN in order to allow an operator to exercise some control on the UE for the traffic steering back to a 3GPP access?
2. Actions:

To RAN2 group.

ACTION: 
SA WG2 kindly request RAN WG2 to provide answers for the questions above. SA WG2 kindly also request RAN WG2 to inform SA WG2 of any solutions that RAN WG2 has defined for such scenarios. 
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA2 Meeting #104 
7th – 11th July 2014
Dublin, Ireland
TSG-SA2 Meeting #105
13th – 17th October 2014
Sapporo, Japan
