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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ANDSF
Access Network Discovery and Selection Function

DSMIPv6
Dual-Stack MIPv6

CPICH
Common Pilot Channel
DMNP
Delegated Mobile Network Prefix
EAP
Extensible Authentication Protocol

EPC
Evolved Packet Core
ePDG
Evolved Packet Data Gateway

EPS
Evolved Packet System

FACoA
Foreign Agent Care-of-Address

FQDN
Fully Qualified Domain Name

GW
Gateway

H‑ANDSF
Home-ANDSF

HBM
Host-based Mobility

HRPD
High Rate Packet Data

HS‑GW
HRPD Serving Gateway

IFOM
IP Flow Mobility

IKEv2
Internet Key Exchange version 2

IPMS
IP Mobility management Selection

LMA
Local Mobility Anchor

MAG
Mobile Access Gateway

MAPCON
Multi Access PDN Connectivity

MIPv4
Mobile IP version 4

MIPv6
Mobile IP version 6

MME
Mobility Management Entity

MTC
Machine-Type Communications

NBM
Network-based Mobility

NSWO
Non-seamless WLAN Offload

OPI
Offload Preference Indicator

P‑GW
PDN Gateway

PMIP/PMIPv6
Proxy Mobile IP version 6

RIM
RAN Information Management

RSRP
Reference Signal Received Power

RSSI
Received Signal Strength Indicator

SectorID
Sector Address Identifier

S‑GW
Serving GW

SON
Self-Configuring and self-Optimizing network

TWAP
Trusted WLAN AAA Proxy

TWAG
Trusted WLAN Access Gateway

TWAN
Trusted WLAN Access Network

UICC
Universal Integrated Circuit Card

V‑ANDSF
Visited-ANDSF

WiMAX
Worldwide Interoperability for Microwave Access

WLCP
WLAN Control Protocol
* * * Third Change * * * *
4.7.x
IPv6 Prefix Delegation using PMIP-based S5/S8

Optionally a single network prefix shorter than the default /64 prefix may be assigned to a PDN connection as specified in 3GPP TS 23.401 [4]. When PMIP-based S5/S8 is used, the UE may request delegation of one or more IPv6 prefix(es) via DHCPv6 Prefix Delegation signalling as described in RFC 7148 [yy]. In this case, the Serving GW shall support DHCPv6 relay agent functionality for intercept the related DHCPv6 message. The UE uses DHCPv6 to request additional IPv6 prefixes (i.e. prefixes in addition to the default prefix) from the PDN GW after completing stateless IPv6 address autoconfiguration procedures as specified in figure 4.7.x-1.
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Figure 4.7.x-1: Prefix Delegation with DHCP Server Collocated with the PDN GW and DHCP Relay in the Serving GW when using PMIP-based S5/S8
1.
If the PDN type associated with the PDN connection is IPv4v6 or IPv6, after the PMIPv6 tunnel is setup, the UE sends a DHCPv6 Solicit message including the IA_PD option to the Serving GW to acquire a network prefix shorter than a /64 prefix.
2.
The DHCPv6 relay agent in the Serving GW shall relay the DHCPv6 solicit message within the PMIPv6 tunnel to PDN GW acting as a DHCPv6 server.
3-7.
The DHCPv6 procedures is then completed as described in RFC 3633[xx] ending with the delegating router sending a Reply message conveying the delegated prefixes.

8.
Once the Serving GW receives the set of delegated prefixes from the delegating router function running on thePDN GW, the Serving GW shall send the delegated prefixes in a Proxy Binding Update.
9.
On reception of the PBU the PDN GW returns the assigned prefix in the DMNP option carried by a PBA to the Serving GW. The PDN GW shall add the assigned prefix to the binding cache which is extended as specified in RFC 7148 [yy].
10.
The Serving GW acting as DHCPv6 relay agent relays the DHCPv6 Reply message with deleageted prefix to the UE.
NOTE:
steps 3 to 6 can be skipped if DHCPv6 Rapid Commit is used.
* * * End of Changes * * * *
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