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1. Overall Description:
CT3 have discussed the authorization of the GCS AS for making use of the supported procedures over the MB2-C interface, such as TMGI allocation/deallocation and MBMS bearer procedures.
It is required that the BM-SC per supported procedure mentioned above determine whether the GCS AS is authorized to make use of this procedure or not.

The mutual authentication between the GCS AS and BM-SC over MB2-C is defined in TS 33.246 Annex N.
Once the involved nodes are authenticated it is assumed that a secure connection is established between these nodes.
The nodes are also authorized in the security domains to communicate with respective node.

1. CT3 kindly ask SA3 if there is a need to provide an additional mechanism to authorize the application server over the MB2-C interface? 

2.  CT3 kindly ask SA3 if a new proposed AVP to convey the identity of the GCS AS for authorization purposes within MB2-C Diameter procedures towards the BM-SC can help to authorize the GCS AS in the BM-SC?

3. CT3 kindly ask if SA3 advise CT3 to use any other extensions to the MB2-C protocol for the purpose of authorizing the GCS AS?

2. Actions:
To  SA3 group.
ACTION: 	CT3 would like to ask SA3 to answer the questions above.

3. Date of Next TSG-CT3 Meetings:
CT3#81	25 - 29 May 2015	Sanya, CN
CT3#82	17 - 21 Aug 2015	Vancouver, CA


