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LS on Adding the requirement for CN to map the NAS Binding information to

 RAB ID 

TSG RAN WG3 Iu SWG would like to inform SA2 with this LS about the decision made in R3 Iu SWG to use the RAB ID to bind the NAS and AS levels together, as shown in the figure 1. For more information about this change see R3-000069. This LS supersedes the LS sent by RAN3 at our previous meeting on the same topic.

This handling requires that CN shall map the NAS Binding information (from the actual protocol IE for the respective CN domain) to the RAB ID for usage in the RAB Assignment and Relocation. The Stream Id in 24.008 corresponds the NAS Binding information in CS domain and the NSAPI in 23.060 corresponds the NAS Binding information in PS domain, see the figure 1. With this LS R3 kindly asks SA2 to add this requirement into the relevant SA2 specification (e.g. 23.110).
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Note: Protocol IEs are presented in the figure with solid line boxes and concept with broken line boxes.
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Figure 1: Use of RAB ID for binding to RB IDs per UE and CN domain

Note: The Iu Bearer ID has local significance for a given RAB over the Iu instance towards a CN domain. This ID is not kept at relocation and can be changed by the CN. It is shown here only for completeness of the explanation and does not impact specification other than RANAP. This ID used to be named RAB ID in RANAP V3.0.0 prior the changes presented above.
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Note: Protocol IEs are presented in the figure with solid line boxes and concept with broken line boxes.












