SA WG2 Temporary Document

Page 1

SA WG2 Meeting #111
S2-153681
19 - 23 Oct 2015, Chengdu, P. R. China
(revision of S2-153593, S2-153066)
Source:
Ericsson
Title:
eDECOR Architecture
Document for:
Approval

Agenda Item:
6.7
Work Item / Release:
FS_eDECOR/Rel-14
Abstract of the contribution: Proposal for text in clause 4 of to TR23.711 in FS_eDECOR
>>>>>>>>>>>>>>>>>> First Change <<<<<<<<<<<<<<<<<<<<<
4
Architecture

4.1
Architecture Reference Model




Figure 4.1-1: Architecture Reference Model for Enhanced DECOR

NOTE: The reference point between RAN and DCN can be S1 and/or Iu as in Rel-13 and/or variants of these to handle new and existing RAN alternatives.
4.2
Architecture Assumptions and Requirements
The purpose of enhancement to Rel-13 DECOR feature is to reduce the signalling needed to select a dedicated core network. The difference compared to the Rel-13 DECOR is that the UE can be impacted. Therefore, enhanced DECOR shall be based on Rel-13 DECOR and shall only introduce backward compatible enhancements to Rel-13 DECOR.
Additional architecture requirements for enhanced DECOR:

-
UEs not supporting enhanced DECOR attaching to a network supporting enhanced DECOR shall be handled as in Rel-13 DECOR.
-
UEs supporting enhanced DECOR attaching to a network not supporting enhanced DECOR shall be handled as in Rel-13 DECOR.
>>>>>>>>>>>>>>>>>>  End of Change <<<<<<<<<<<<<<<<<<<<<< 

DCN-A





UE





RAN





DCN-B





RAN





.�.�.





UE





DCN-n








3GPP

SA WG2 TD


