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	Reason for change:
	The support of emergency services of an ePDG may be configured and signalled in the Home ePDG identifier, allowing the UE to select a suitable ePDG when emergency services are concerned. These emergency services are critical services that require reliability and accessibility of the ePDG. If the ePDG is used for other services than emergency services, there could be congestion of the ePDG due to large traffic for these other services and the availability for emergency services may be not ensured. The operator may have interest to dedicate an ePDG for the emergency services to avoid this situation.
The configuration for emergency services should be separate from the configuration for regular services to allow the use of a specific ePDG for emergency services.

	
	

	Summary of change:
	Add a statement to clarify that the ePDG configuration information for emergency services is separate from the configuration for regular services. 



	
	

	Consequences if not approved:
	No possibility for the operator to dedicate an ePDG for emergency services and avoid congestion of the ePDG due to traffic for other services and guarantee the availability of the ePDG for emergency servivces.
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***** First change *****
4.5.4a.1
General

The UE may select an ePDG for emergency bearer services either using statically configured information as specified in clause 4.5.4a.2 or dynamically generated by the UE as specified in clause 4.5.4a.3.
The ePDG configuration information for emergency services shall be separate from the configuration for regular services and exclusively used for the ePDG selection of emergency services.
NOTE:
The UE stops the establishment of emergency calls if it is unable to select an ePDG for emergency bearer services.
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