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************START CHANGE*************
4.4.3
HSS/HLR
An HSS/HLR supporting device triggering shall support the following functionalities:

-
termination of the S6m reference point where MTC-IWFs connect to the HLR/HSS;

-
stores and provides to MTC-IWF (and optionally to MTC AAA) the mapping/lookup of E.164 MSISDN or external identifier(s) to IMSI and subscription information used by MTC-IWF for device triggering;

-
mapping of E.164 MSISDN or external identifiers to IMSI;

-
optionally, mapping from External Identifiers to MSISDN is also provided for legacy SMS infrastructure not supporting MSISDN-less SMS;

-
HSS stored "Routing information" including serving node information if available for the UE (e.g. serving SGSN/MME/MSC identifier and registered IP-SM-GW identifier); and
-
determine if a SCS is allowed to send a device trigger to a particular UE;
-
termination of the S6n reference point;

-
provides to MTC-AAA the mapping between IMSI and External Identifier(s).

An HSS supporting monitoring events feature shall support the following functionalities:

-
termination of the S6t reference point where SCEF connect to the HSS;

-
mapping of E.164 MSISDN or external identifiers to IMSI for request received over S6t;

-
monitoring event configuration by the SCEF; and

-
monitoring event reporting to the SCEF.

An HSS supporting the feature of handling of CP parameters from SCEF to MME shall support the following functionalities:

-
termination of the S6t reference point where SCEF connect to the HSS; and

-
receiving CP parameters with an External ID; and

-
storing the received CP parameters with the corresponding subscriber data; and

-
forwarding the received CP parameters with the subscriber data to the corresponding MME.

An HSS supporting non-IP data delivery via SCEF feature shall support the following functionalities:


-
termination of the S6t reference point where SCEF connect to the HSS;


-
mapping of E.164 MSISDN or external identifier to IMSI; and


-
non-IP data delivery configuration.
